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DAITEM Video è l’offerta di telecamere IP nata con 
l’obiettivo di fornire una soluzione aggiuntiva alla 
video-integrazione con DAITEM e-nova.
L’offerta è composta da 8 telecamere IP con 
caratteristiche funzionali diverse in grado di coprire 
tutte le esigenze installative in ambito residenziale.

Le tecnologie a supporto, WiFi e/o PoE permettono 
la realizzazione di soluzioni video affidabili, garantite e 
gestibili anche da App DAITEM Capture.



DAITEM Capture
La App per la gestione da remoto di 
DAITEM Video

Funzioni

DAITEM Capture è lo strumento indispensabile sia per l’installatore che per 
l’utilizzatore della soluzione DAITEM Video.

Grazie alla sua interfaccia intuitiva, permette in maniera semplice ed 
immediata sia la configurazione che la gestione del sistema.

Da remoto, è possibile:
• Visualizzare in diretta le zone protette, scattare foto o registrare  

on-demand
• Visionare i video archiviati ed effettuare delle ricerche precise 

(intervallo di tempo)
• Esportare / salvare una sequenza video
• Gestire le telecamere motorizzate: angolo di ripresa, zoom immagine
• Ricevere avvisi tramite notifica push (a seguito di un rilevamento di 

movimento video)

Tool Software e Interfaccia Web

Oltre all’utilizzo dell’APP, DAITEM mette a disposizione anche dei Tool 
Software (Smart PSS, ConfigTool, SmartPlayer) per la configurazione e 
programmazione da PC delle telecamere in locale.
Questi Tool permettono quindi, oltre all’App DAITEM Capture, di poter 
avere le medesime funzionalità direttamente da PC per una gestione più 
completa e dinamica della soluzione video installata.



A completamento, sia le telecamere PoE che la famiglia di NVR sono 
dotate di Web Server a bordo per la configurazione, programmazione e 
gestione tramite interfaccia Web (Internet Explorer)

Funzioni avanzate

• Visualizzazione dell’immagine della telecamera a schermo intero
• Zoom digitale
• Cattura immagini
• Ordinamento telecamere drag & drop
• Eliminazione visualizzazione telecamere
• Creazione e gestione preferiti
• Riproduzione video in movimento veloce o al rallentatore
• Gestione e salvataggio video: taglio sequenze e download in locale
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Telecamera Pagina Tipo Risoluzione Distanza 
Max. IR

Installazione 
in esterno

Varifocale Sensibilità Dist. Focale Protezione 
antivandalica

Angolo 
oriz/vert

Scheda SD Identificazione 
massima

Audio POE  
in Watt

Max per 
SV320NX

Max per 
SV321NX

Max per 
SV322NX

SV120CX 8 Rettangolo 
fisso

2 Mpx 10 m NO NO 0,78 Lux 2,8 NO 100°/54,5 SÌ 5 m SÌ - 4 8 16

SV121CX 10 Motorizzata 
senza zoom 

ottico

2 Mpx 10 m NO NO 0,78 Lux 3,6 NO 77°/42°  
rotazione a 355°/90°

SÌ 6 m SÌ - 4 8 16

SV122DX 12 Mini Dome 2 Mpx 30 m SÌ IP67 NO 0,3 Lux 2,8 SÌ IK10 110°/83° NO 5 m NO 4,22 4 8 16

SV123DX 14 Mini Dome 
piano

4 Mpx 20 m SÌ IP67 NO 0,3 Lux 2,8 SÌ IK10 104°/57° SÌ 6 m NO 4,5 2 8 8

SV124DX 16 Mini Dome 2 Mpx 50 m SÌ IP67 SÌ 0,05 Lux 2,7 - 13,5 SÌ IK10 106-29°/57-17° SÌ 5 - 15 m in out 8,3 4 8 16

SV125DX 18 Mini Dome 4 Mpx 50 m SÌ IP67 SÌ 0.3 Lux 2,7 - 12 SÌ IK10 100-35°/54-20° SÌ 7 - 19 m in out 8,5 2 8 8

SV126BX 20 Bullet 2 Mpx 60 m SÌ IP67 SÌ 0,05 Lux 2.7 - 13,5 NO 106-29°/57-17° SÌ 5 - 15 m NO 11,4 4 8 16

SV127BX 22 Bullet 4 Mpx 50 m SÌ IP67 SÌ 0,3 Lux 2,7 - 12 NO 100-35°/54-20° SÌ 7 - 19 m in out 11,5 2 8 8

NVR Canali Hard Disk 
incluso

HD max Max/canale Totale H265 Porta RJ45 Uscite Video Ingressi/Uscite Montabile 
su rack

Consumo 
di energia 
massimo

Capacità 
massima

Registra 
-zione 

massima

Audio 

SV320NX 24 4 n. 1 da 1 Tb 1 8 Mpx 8 Mpx SÌ 5 di cui  
4 PoE max 50 

Watts

HDMI/VGA NO NO 72 Watts 6 Tb 80 Mb/s SÌ 

SV321NX 26 8 n. 1 da 3 Tb 2 12 Mpx 32 Mpx SÌ 1 porta Gb/S HDMI/VGA SÌ 2/4 SÌ 1u 48 Watts 16 Tb 320 Mb/s SÌ 

SV322NX 28 16 n. 1 da 6 Tb 2 12 Mpx 32 Mpx SÌ 1 porta Gb/S HDMI/VGA SÌ 2/4 SÌ 1u 48 Watts 16 Tb 320 Mb/s SÌ 

Serie Telecamera H.265 H.265+ Starlight WDR DWDR IVS Face 
detection

Face 
enhancement

Smart 
tracking

Ingresso I/O Microfono Altoparlante Audio 
In/Out

IP67 IK10 Voltaggio 
esteso

Protezione 
fulmini

WiFi SV120CX P P P P P

SV121CX P P P P P

2 Mpx SV122DX P P P P P

SV124DX P P P P P P P

SV126BX P P P P P P

4 Mpx SV123DX P P P P P P P P P P P P

SV125DX P P P P P P P P P P P P P

SV127BX P P P P P P P P P P P P

NVR SV320NX P P

SV321NX P P

SV322NX P P

Guida alla scelta

Funzioni supportate
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Telecamera Pagina Tipo Risoluzione Distanza 
Max. IR

Installazione 
in esterno

Varifocale Sensibilità Dist. Focale Protezione 
antivandalica

Angolo 
oriz/vert

Scheda SD Identificazione 
massima

Audio POE  
in Watt

Max per 
SV320NX

Max per 
SV321NX

Max per 
SV322NX

SV120CX 8 Rettangolo 
fisso

2 Mpx 10 m NO NO 0,78 Lux 2,8 NO 100°/54,5 SÌ 5 m SÌ - 4 8 16

SV121CX 10 Motorizzata 
senza zoom 

ottico

2 Mpx 10 m NO NO 0,78 Lux 3,6 NO 77°/42°  
rotazione a 355°/90°

SÌ 6 m SÌ - 4 8 16

SV122DX 12 Mini Dome 2 Mpx 30 m SÌ IP67 NO 0,3 Lux 2,8 SÌ IK10 110°/83° NO 5 m NO 4,22 4 8 16

SV123DX 14 Mini Dome 
piano

4 Mpx 20 m SÌ IP67 NO 0,3 Lux 2,8 SÌ IK10 104°/57° SÌ 6 m NO 4,5 2 8 8

SV124DX 16 Mini Dome 2 Mpx 50 m SÌ IP67 SÌ 0,05 Lux 2,7 - 13,5 SÌ IK10 106-29°/57-17° SÌ 5 - 15 m in out 8,3 4 8 16

SV125DX 18 Mini Dome 4 Mpx 50 m SÌ IP67 SÌ 0.3 Lux 2,7 - 12 SÌ IK10 100-35°/54-20° SÌ 7 - 19 m in out 8,5 2 8 8

SV126BX 20 Bullet 2 Mpx 60 m SÌ IP67 SÌ 0,05 Lux 2.7 - 13,5 NO 106-29°/57-17° SÌ 5 - 15 m NO 11,4 4 8 16

SV127BX 22 Bullet 4 Mpx 50 m SÌ IP67 SÌ 0,3 Lux 2,7 - 12 NO 100-35°/54-20° SÌ 7 - 19 m in out 11,5 2 8 8

NVR Canali Hard Disk 
incluso

HD max Max/canale Totale H265 Porta RJ45 Uscite Video Ingressi/Uscite Montabile 
su rack

Consumo 
di energia 
massimo

Capacità 
massima

Registra 
-zione 

massima

Audio 

SV320NX 24 4 n. 1 da 1 Tb 1 8 Mpx 8 Mpx SÌ 5 di cui  
4 PoE max 50 

Watts

HDMI/VGA NO NO 72 Watts 6 Tb 80 Mb/s SÌ 

SV321NX 26 8 n. 1 da 3 Tb 2 12 Mpx 32 Mpx SÌ 1 porta Gb/S HDMI/VGA SÌ 2/4 SÌ 1u 48 Watts 16 Tb 320 Mb/s SÌ 

SV322NX 28 16 n. 1 da 6 Tb 2 12 Mpx 32 Mpx SÌ 1 porta Gb/S HDMI/VGA SÌ 2/4 SÌ 1u 48 Watts 16 Tb 320 Mb/s SÌ 
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Serie Telecamera H.265 H.265+ Starlight WDR DWDR IVS Face 
detection

Face 
enhancement

Smart 
tracking

Ingresso I/O Microfono Altoparlante Audio 
In/Out

IP67 IK10 Voltaggio 
esteso

Protezione 
fulmini

WiFi SV120CX P P P P P

SV121CX P P P P P

2 Mpx SV122DX P P P P P

SV124DX P P P P P P P

SV126BX P P P P P P

4 Mpx SV123DX P P P P P P P P P P P P

SV125DX P P P P P P P P P P P P P

SV127BX P P P P P P P P P P P P

NVR SV320NX P P

SV321NX P P

SV322NX P P
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TELECAMERA DA INTERNO 
› SV120CX 

WiFi, 2 Mp, IR 10m, slot MicroSDTM, alimentazione 12 V DC.  

DETTAGLI

Caratteristiche tecniche

› Telecamera: 
Sensore: 1/2.9" 2 Megapixel progressive CMOS  
Pixels effettivi: 1920 (H) x 1080 (V)  
RAM/ROM: 256 MB/16 MB  
Scansione: Progressiva 
Illuminazione minima: 0,78 Lux/F2.0 (Colore); 0 Lux/F2.0 (IR on)  
Ratio: > 50 dB 
Distanza IR: 10 m  
Attivazione IR: Auto/Manuale  
Numero LED IR: 1  
Materiale: Plastica  
Dimensioni: ø 78 mm x 127,8 mm 
Peso: 310 g

› Obbiettivo: 
Tipo di focale: fisso   
Tipo di montaggio: incluso 
Distanza focale: 2,8 mm  
Apertura massima: F2.0  
Angolo di ripresa: H: 100°; V: 54.5°  
Zoom ottico: Zoom digitale x16  
Fuoco: Fisso  
Panoramica: da 0° a 360°  
Inclinazione: da -10° a 90°  
Rotazione: da 0° a 360°

› Video: 
Formato di compressione: H.265/H.264  
Numero di flussi: 2   
Risoluzione: 2 M 1080P (1920x1080)/1.3 M (1280x960)/   
720P (1280x720)/ VGA (640x480)/ QVGA (320x240) 
Flusso principale: 2M (1~25/30fps)  
2° flusso: VGA/QVGA (1~25/30fps)  
Modalità di campionamento: CBR/VBR  
Velocità di trasmissione binaria: H.264: 24~10240Kbps;  
H.265: 14~9984Kbps 
Modo giorno/notte: Auto(ICR) / Colore / Bianco e nero  
Modo BLC: BLC / HLC / DWDR  
Bilanciamento dei bianchi: Auto/Natural/Street Lamp/
Outdoor/Manual  
Controllo guadagno: Auto/Manuale  
Riduzione disturbo: 3D DNR  
Rilevazione movimento: Off / On (4 zone, rettangolo)  
Zone d’interesse: Off / On (4 zone)  
Stabilizzatore d‘immagine: elettronico  
IR Intelligente: Supportato  
Zoom digitale: x16  
Flip: 0°/90°/180°/270°  
Modo specchio: Off / On   
Maschera privacy: Off / On (4 zone, rettangolo)

› Audio: 
Compressione: G.711A; G.711Mu; AAC

› Rete:  
Ethernet: RJ-45 (10/100Base-T)  
Wi-Fi: Wi-Fi (IEEE802.11b/g/n)   
Protocolli: HTTP; HTTPS; TCP; ARP; RTSP; RTP; UDP; SMTP; FTP;  
DHCP; DNS; DDNS; PPoE; IPv4/v6; QoS; UPnP; NTP; Bonjour;  
802.1x; Multicast; ICMP; IGMP 
Interoperabilità: ONVIF, PSIA, CGI  
Diffusione: Unicast / Multicast  
Numero massimo di accessi utente: 10 Utenti /20 Utenti  
Memorizzazione: Server NAS; Registrazione locale su PC;  
MicroSDTM card 128GB (non fornita) 
Browswer WEB: IE: Win10 o Win8.1+IE11 / Win7+IE8 /Win7+IE9;  
Google Chrome; Firefox Firefox; Mac Safari 
Software di gestione: DAITEM  
Smart Phone: iPhone, iPad, Android Phone tramite App  
DAITEM Capture  
Certificazioni: CE (EN 60950:2000)

› Interfaccia:  
Interfaccia Audio: Microfono ed altoparlante integrati 
Allarme: 1/1, PIR

› Alimentazione:  
Alimentazione elettrica: 12 Vcc, 1A   
Consumo elettrico: < 4,3 W

› Ambiente:  
Condizioni di funzionamento: -10°C - +45°C.  
Tasso d’umidità inferiore a 95%  
Condizioni di immagazzinamento: -10°C - +45°C.  
Tasso d’umidità inferiore a 95%

H.2652Mp

Lite Series | DH-IPC-HDBW2231R-ZS/VFS

  System Overview

with a 2.7mm – 13.5mm varifocal lens.The camera's elegant blend of 

  

Smart H.265+

deliver high-quality video without straining the network. Smart H.265+ 
technology reduces bit rate and storage requirements by up to 70% 
when compared to standard H.265 video compression.

Starlight Technology

environments.

Wide Dynamic Range (WDR)
The camera achieves vivid images, even in the most intense contrast 

Smart IR Technology

total darkness. The camera's Smart IR technology adjusts the intensity of 
camera's infrared LEDs to compensate the distance of an object. Smart 

IR technology prevents IR LEDs from whitening out images as they come 

provides high performance in extreme low-light environments up to 50m 

The camera allows for ±10% input voltage tolerance, suitable for the 

tests (IP67) and impact tests (IK10), the camera is the choice for 

Environmental
Dahua cameras operate in extreme temperature environments, rated for 
use in  temperatures from -30° C to +60° C (-22° F to +140° F) with 95% 
humidity. 

Capturing unnecessary data such as surrounding hallway walls can 

feature allows the camera's image to be rotated in 90° increments for 

Interoperability
The camera conforms to the ONVIF (Open Network Video Interface 

products regardless of manufacturer.

www.dahuasecurity.com

· 1/2.8” 2Megapixel progressive StarvisTM CMOS
· H.265 & H.264 dual-stream encoding
· 25/30fps@1080P(1920×1080)
· WDR(120dB), Day/Night(ICR), 3DNR, AWB, AGC, BLC

DMSS
· Micro SD card slot, up to 128GB
· 2.7~13.5mm varifocal lens
· Max IR LEDs Length 30m
· IP67, IK10, PoE

DH-IPC-HDBW2231R-ZS/VFS
 2MP WDR IR Dome Network Camera

IP67 Vandal-proof0m IR
Starlight

1080p
H.265+
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Funzioni

› LED IR integrato 
Consente la visione notturna fino a 10 m.

› Slot scheda MicroSDTM  
L’aggiunta di una scheda MicroSDTM permette la registrazione 
di filmati fino ad un massimo di 128 Gb (scheda non fornita).

› Codec H265 & H264 
2 formati possibili, tra cui H265, formato di compressione che 
consente di ridurre del 50% la capacità di memorizzazione 
necessaria.

› PIR integrato 
Consente la registrazione in caso di rilevazione di movimento.

› Collegamenti 
Tramite cavo RJ45 o in Wi-Fi.

› Alimentazione 12 Vcc 
Cavo d’alimentazione fornito.

› Installazione sicura 
Identificazione della telecamera tramite QR-code.

› Audio bidirezionale  
Consente un’effettiva comunicazione audio.

› Pulsante WPS (Wi-Fi Protected Setup) 
Consente una connessione sicura Wi-Fi tra la telecamera e 
Internet box con una semplice pressione.

Back View

LED

LED IR

Détecteur de présence

Micro

Port RJ45

Bouton WPS 
et Reset

Bornier entrée/
sortie alarme

Alimentation

Haut-parleur

Emplacement 
carte Micro SD

MicrofonoLED

LED IR

Rilevatore di 
presenza

Alloggiamento 
scheda MicroSDTM

Alimentazione

Altoparlante

Pulsante WPS
e reset

Porta RJ45 Morsettiera 
d’ingresso/uscita 
allarme
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DETTAGLI

Caratteristiche tecniche

› Telecamera: 
Sensore: 1/2.9" 2 Megapixel progressive CMOS  
Pixels effettivi: 1920 (H) x 1080 (V)  
RAM/ROM: 256 MB / 16 MB  
Scansione: Progressiva 
Illuminazione minima: 0.78Lux/F2.0(Color); 0Lux/F2.0(IR on)  
Ratio: > 50 dB  
Distanza IR: > 10 m  
Attivazione IR: auto / manuale  
Numero LED IR: 2  
Materiale: Plastica  
Dimensioni:ø 94,4 mm x 94,4 mm x 94,4 mm  
Peso: 240 g

› Obiettivo: 
Tipo di focale: fisso   
Tipo di montaggio: incluso 
Distanza focale: 3,6 mm  
Apertura massima: F2.0  
Angolo di ripresa: H:77°; V:42° 
Zoom ottico: fisso  
Panoramica: 355° 
Inclinazione: da 0° a 90°  
Rotazione: da 0° a 355°

› Video: 
Formato di compressione: H.265/H.264  
Numero di flussi: 2  canali 
Risoluzione: 1080P(1920x1080)/1.3M(1280x960)/ 
720P(1280x720)/ VGA(640x480)/QVGA (320x240) 
Flusso principale: 2 M(1~25/30fps)  
2° flusso: VGA/QVGA (1~25/30fps)  
Modalità di campionamento: CBR/VBR  
Velocità di trasmissione binaria: H.265/H264:32K~10240Kbps 
Modo giorno/notte: Auto(ICR) / Colore / Bianco e nero  
Modo BLC: BLC / HLC / DWDR  
Bilanciamento dei bianchi: Auto/Natural/Street Lamp/
Outdoor/Manual  
Controllo guadagno: Auto/Manuale  
Riduzione disturbo: 3D DNR  
Rilevazione movimento: Off / On (4 zone, rettangolo)  
Zone d’interesse: Off / On (4 zone)  
Stabilizzatore d‘immagine: elettronico  
IR Intelligente: Supportato  
Zoom digitale: x16  
Flip: 0°/90°/180°/270°  
Modo specchio: Off / On   
Maschera privacy: Off / On (4 zone, rettangolo)

› Audio: 
Compressione: G.711A; G.711Mu; AAC

› Rete:  
Ethernet: RJ-45 (10/100Base-T)  
Wi-Fi: Wi-Fi (IEEE802.11b/g/n), 50m (open field)  
Protocolli: HTTP; HTTPS; TCP; ARP; RTSP; RTP; UDP; SMTP; FTP;  
DHCP; DNS; PPPoE; IPv4/v6; QoS; UPnP; NTP; Bonjour; 802.1x; 
Multicast; ICMP; IGMP  
Interoperabilità: ONVIF, PSIA, CGI  
Diffusione: Unicast / Multicast  
Numero massimo di accessi utente: 10 utenti /20 utenti  
Memorizzazione: NAS (Network attached storage); Pc locale; 
Scheda MicroSDTM 128 Gb (non fornita)  
Browswer WEB: IE: Win10 o Win8.1+IE11  Win7+IE8 / Win7+IE9  
Google Chrome: 40 (non l’ultima versione); Firefox Firefox: 49 
(non l’ultima versione); Mac Safari: 8.0.3   
Software di gestione: DAITEM  
Smart Phone: iPhone, iPad, Android Phone tramite App  
DAITEM Capture  
Certificazioni: CE (EN 60950/2000)

› Interfaccia:  
Interfaccia Audio: Microfono ed altoparlante integrati 

› Alimentazione:  
Alimentazione elettrica:  5Vcc 2A  
Consumo elettrico: < 7 W

› Ambiente:  
Condizioni di funzionamento: -10°C - +45°C.  
Tasso d’umidità inferiore a 95% 
Condizioni di immagazzinamento: -10°C - +45°C.  
Tasso d’umidità inferiore a 95%

TELECAMERA DA INTERNO 
› SV121CX 

WiFi, girevole e motorizzata, IR 10m, slot MicroSDTM, alimentazione 5 V.

H.2652Mp

Lite Series | DH-IPC-HDBW2231R-ZS/VFS

  System Overview

with a 2.7mm – 13.5mm varifocal lens.The camera's elegant blend of 

  

Smart H.265+

deliver high-quality video without straining the network. Smart H.265+ 
technology reduces bit rate and storage requirements by up to 70% 
when compared to standard H.265 video compression.

Starlight Technology

environments.

Wide Dynamic Range (WDR)
The camera achieves vivid images, even in the most intense contrast 

Smart IR Technology

total darkness. The camera's Smart IR technology adjusts the intensity of 
camera's infrared LEDs to compensate the distance of an object. Smart 

IR technology prevents IR LEDs from whitening out images as they come 

provides high performance in extreme low-light environments up to 50m 

The camera allows for ±10% input voltage tolerance, suitable for the 

tests (IP67) and impact tests (IK10), the camera is the choice for 

Environmental
Dahua cameras operate in extreme temperature environments, rated for 
use in  temperatures from -30° C to +60° C (-22° F to +140° F) with 95% 
humidity. 

Capturing unnecessary data such as surrounding hallway walls can 

feature allows the camera's image to be rotated in 90° increments for 

Interoperability
The camera conforms to the ONVIF (Open Network Video Interface 

products regardless of manufacturer.

www.dahuasecurity.com

· 1/2.8” 2Megapixel progressive StarvisTM CMOS
· H.265 & H.264 dual-stream encoding
· 25/30fps@1080P(1920×1080)
· WDR(120dB), Day/Night(ICR), 3DNR, AWB, AGC, BLC

DMSS
· Micro SD card slot, up to 128GB
· 2.7~13.5mm varifocal lens
· Max IR LEDs Length 30m
· IP67, IK10, PoE

DH-IPC-HDBW2231R-ZS/VFS
 2MP WDR IR Dome Network Camera

IP67 Vandal-proof0m IR
Starlight

1080p
H.265+
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Funzioni

› 2 LED IR integrati 
Consentono la visione notturna fino a 10 m.

› Slot scheda MicroSDTM  
L’aggiunta di una scheda MicroSDTM permette la registrazione 
di filmati fino ad un massimo di 128 Gb (scheda non fornita).

› Codec H265 & H264 
2 formati possibili, tra cui H265, formato di compressione che 
consente di ridurre del 50% la capacità di memorizzazione 
necessaria.

› Telecamera motorizzata 
Movimento di rotazione su 355° con una inclinazione fino a 
90°.

› Collegamenti 
Tramite cavo RJ45 o in Wi-Fi.

› Alimentazione 5 Vcc 
Cavo d’alimentazione fornito.

› Installazione sicura 
Identificazione della telecamera tramite QR-code.

› Audio bidirezionale  
Consente un’effettiva comunicazione audio.

› Pulsante WPS (Wi-Fi Protected Setup) 
Consente una connessione sicura Wi-Fi tra la telecamera e 
Internet box con una semplice pressione.

Microfono

LED IR

Alloggiamento 
scheda MicroSDTM

Alimentazione
Altoparlante

Pulsante WPS
e reset Porta RJ45

LED
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DETTAGLI

Caratteristiche tecniche

› Telecamera: 
Sensore: 1/2.9" 2 Megapixel progressive CMOS  
Pixels effettivi: 1920 (H) x 1080 (V)  
RAM/ROM: 256 MB / 32 MB  
Scansione: Progressiva 
Velocità d’otturazione: Auto/Manuale, 1/3(4)~1/100000s   
Illuminazione minima: 0,08Lux/F2.0(Color, 1/3s, 3OIRE);  
0.3 Lux/F2.0 (Color, 1/30s, 3OIRE); 0Lux/F2.0 (IR on)   
Ratio: > 45 dB  
Distanza IR: 30 m  
Attivazione IR: auto / manuale  
Numero LED IR: 24  
Materiale: Metallo  
Dimensioni: ø 110 mm x 81 mm   
Peso: 340 g

› Obiettivo: 
Tipo di focale: fisso   
Tipo di montaggio: integrato 
Distanza focale: 2,8 mm  
Apertura massima: F2.0/F2.0   
Angolo di ripresa: H: 110°/83°, V:56°/44°   
Fuoco: Fisso  
Distanza D.O.R.I. (Rilevazione, Osservazione, Riconoscimento, 
Identificazione): 2,8 mm; Rilevazione: 45 m; Osservazione: 18 m;  
Riconoscimento: 9 m; Identificazione: 5 m   
Panoramica: 0°~355°   
Inclinazione: 0°~64°   
Rotazione: 0°~355°

› Rilevazione intelligente: 
IVS: Persone, oggetti, atti di vandalismo   
Advanced Intelligent Functions: Funzione di rilevazione del 
viso

› Video: 
Formato di compressione: H.265+/H.265/H.264+/H.264   
Numero di flussi: 2  canali 
Risoluzione: 1080P(1920x1080)/ 1.3M(1280x960)/ 720P 
(1280x720)/ D1 (704x576/704 x 480)/ CIF (352x288/352x240)   
Flusso principale: 2M (1 ~ 25/30 fps);  
2° flusso: D1/CIF(1~ 25/30 fps)   
Modalità di campionamento: CBR/VBR  
Velocità di trasmissione binaria: H.265: 12K ~ 6400Kbps;  
H.264: 32K ~ 10240Kbps   
Modo giorno/notte: Auto(ICR) / Colore / Bianco e nero  
Modo BLC: BLC / HLC / DWDR  
Bilanciamento dei bianchi: Auto/Natural/Street Lamp/
Outdoor/Manual  
Controllo guadagno: Auto/Manuale 
Riduzione disturbo: 3D DNR  

Rilevazione movimento: Off / On  
Zone d’interesse: Off / On (4 zone, rettangolo)  
Stabilizzatore d‘immagine: elettronico  
IR Intelligente: Supportato  
Zoom digitale: x16  
Flip: 0°/90°/180°/270°  
Modo specchio: Off / On   
Maschera privacy: Off / On (4 zone, rettangolo)

› Rete:  
Ethernet: RJ-45 (10/100Base-T)  
Protocolli: HTTP; HTTPS; TCP; ARP; RTSP; RTP; UDP; SMTP; FTP;  
DHCP ; DNS; DDNS; PPPoE; IPv4/v6; QoS; UPnP; NTP; Bonjour;  
802.1x; Multicast; ICMP; IGMP;   
Interoperabilità: ONVIF, PSIA, CGI  
Diffusione: Unicast / Multicast  
Numero massimo di accessi utente: 20 utenti  
Memorizzazione: NAS (Network attached storage) e PC locale  
Browswer: IE: Win10 o Win8.1+IE11 / Win7+IE8 / Win7+IE9  
Google Chrome; Firefox Firefox; Mac Safari  
Software di gestione: DAITEM  
Smart Phone: iPhone, iPad, Android Phone tramite App  
DAITEM Capture  
Certificazioni: CE (EN 60950/2000) 

› Alimentazione:  
Alimentazione elettrica: 12 Vcc PoE  
Consumo elettrico: < 4.22W 

› Ambiente:  
Condizioni di funzionamento: -30°C - +60°C.  
Tasso d’umidità inferiore a 95%  
Condizioni di immagazzinamento: -30°C - +60°C.  
Tasso d’umidità inferiore a 95% 
Indice di protezione liquido: IP67 
Resistenza meccanica antivandalica: IK10

MINI DOME CON FOCALE FISSA 
› SV122DX 

2 Mp, IR 30m, IP67, PoE.

Lite Series | DH-IPC-HDBW1230E

  System Overview

The IR Megapixel Fixed camera delivers 2MP/4MP/5MP resolution with 
a 2.8mm/3.6mm fixed lens.The camera's elegant blend of aesthetics 
combined with a range of easy mounting solutions provides an excellent 
choice for a variety of small to mid-size applications at an affordable 
price.

  Functions

Smart H.265+
Smart H.265+ is the optimized implementation of the H.265 codec that 
uses a scene-adaptive encoding strategy, dynamic GOP, dynamic ROI, 
flexible multi-frame reference structure and intelligent noise reduction to 
deliver high-quality video without straining the network. Smart H.265+ 
technology reduces bit rate and storage requirements by up to 70% 
when compared to standard H.265 video compression.

Smart IR Technology
With IR illumination, detailed images can be captured in low light or 
total darkness. The camera's Smart IR technology adjusts the intensity of 
camera's infrared LEDs to compensate the distance of an object. Smart 
IR technology prevents IR LEDs from whitening out images as they come 
closer to the camera. The camera's integrated infrared illumination 
provides high performance in extreme low-light environments up to 30m 
(98ft).

Protection (IP67, IK10, wide voltage)
The camera allows for ±10% input voltage tolerance, suitable for the 
most unstable conditions for outdoor applications. Its 2KV lightning 
rating provides effective protection for both the camera and its structure 
against lightning. Subjected and certified to rigorous dust and immersion 
tests (IP67) and impact tests (IK10), the camera is the choice for 
installation in even the most unforgiving environments.

Environmental
Dahua cameras operate in extreme temperature environments, rated for 
use in  temperatures from -30° C to +60° C (-22° F to +140° F) with 95% 
humidity. 

Image flip
Capturing unnecessary data such as surrounding hallway walls can 
increase storage requirements without any added value. The image flip 
feature allows the camera's image to be rotated in 90° increments for 
better video optimization.

Interoperability
The camera conforms to the ONVIF (Open Network Video Interface 
Forum) specifications, ensuring interoperability between network video 
products regardless of manufacturer.

www.dahuasecurity.com

· 1/2.9” 2Megapixel progressive CMOS
· H.265 & H.264 dual-stream encoding
· 25/30fps@1080P(1920x1080)
· DWDR, Day/Night(ICR), 3DNR, AWB, AGC, BLC
· Multiple network monitoring: Web viewer, CMS(DSS/PSS) & 
DMSS
· 2.8 mm fixed lens (3.6 mm optional)
· Max IR LEDs Length 30m
· IP67, IK10, PoE

DH-IPC-HDBW1230E
 2MP IR Mini-Dome Network Camera

IP67
H.265+

30m IR Vandal-proof

1080p
H.2652Mp
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Accessori

Non inclusi.

Funzioni

› LED IR integrati 
24 LED IR consentono una visione notturna di qualità fino a 
30 m.

› Codec H265 & H264 
2 formati possibili, tra cui H265, formato di compressione che 
consente di ridurre del 50% la capacità di memorizzazione 
necessaria.

› Installazione sicura 
Identificazione della telecamera tramite QR-code.

› Smart IR 
L’illuminazione infrarossa integrate consente prestazioni 
elevate nelle situazioni a bassa luminosità fino a 30 m. 

› Filtro giorno/notte meccanico 
Telecamera ideale per applicazioni in condizioni di luminosità 
variabili, con ripresa di immagini a colori durante il giorno e 
passaggio automatico al monocromatico quando la lumino-
sità diminuisce.

› Rotazione immagini 
Funzione che consente di far ruotare l’immagine della tele-
camera di 90° evitando così la ripresa di dati inutili quali ad 
esempio pareti colorate.

› Zone d’interesse 
Funzione definite dall’utente che consente di sorvegliare 
zone specifiche di una scena pur mantenendo la sorveglianza 
globale della scena stessa.

Lite Series | DH-IPC-HDBW1230E

Ordering Information

Type Part Number Description

2MP camera

DH-IPC-HDBW1230EP
-0280B 2MP IR Mini-Dome Network Camera,

2.8mm,PAL

DH-IPC-HDBW1230EN
-0280B

2MP IR Mini-Dome Network Camera,
2.8mm,NTSC

IPC-HDBW1230EP
-0280B

2MP IR Mini-Dome Network Camera,
2.8mm,PAL

IPC-HDBW1230EN
-0280B

2MP IR Mini-Dome Network Camera,
2.8mm,NTSC

DH-IPC-HDBW1230EP
-0360B

2MP IR Mini-Dome Network Camera,
3.6mm,PAL

DH-IPC-HDBW1230EN
-0360B

2MP IR Mini-Dome Network Camera,
3.6mm,NTSC

IPC-HDBW1230EP
-0360B

2MP IR Mini-Dome Network Camera,
3.6mm,PAL

IPC-HDBW1230EN
-0360B

2MP IR Mini-Dome Network Camera,
3.6mm,NTSC

Accessories 
(optional)

PFA136 Junction box

PFB203W Wall mount

PFA152-E Pole mount

PFA200W Rain Shade

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions Φ109.9mm × 81mm (4.33" x 3.19")

Net Weight 0.34Kg (0.75lb)

Gross Weight 0.47Kg (1.04lb)

Dimensions (mm/inch)

Junc�on Mount

Wall Mount

Pole Mount
PFB203W + PFA152-E

PFB203W

PFA136

Wall Mount with Rain Shade
PFB203W+PFA200W

Pole Mount with Rain Shade
PFB203W + PFA152-E+PFA200W

Accessories

Optional:

PFA136
Function Box

PFB203W
Wall mount

PFA152-E
Pole mount

PFA200W
Rain Shade

© 2017 Dahua. All rights reserved. Design and specifications are subject to change without notice.Rev 001.001

SV829AXSV825AXSV820AX

Junction Mount

Wall Mount

Pole Mount
PFB203W + PFA152

PFB203W

PFA136

Junction Mount

Wall Mount

Pole Mount
PFB203W + PFA152

PFB203W

PFA136

Junction Mount

Wall Mount

Pole Mount
PFB203W + PFA152

PFB203W

PFA136

109.9 mm 109.9 mm

98.2 mm

3 4.7 mm

81
.0

 m
m

Dimensioni.

109.9 mm 109.9 mm

98.2 mm

3 4.7 mm

81
.0

 m
m
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DETTAGLI

Caratteristiche tecniche

› Telecamera: 
Sensore: 1/3” 4 Megapixel progressive scan CMOS 
Pixels effettivi: 2688(H) x 1520(V) 
RAM/ROM: 512 MB / 32 MB  
Scansione: Progressiva 
Velocità d’otturazione: Auto/ Manuale, 1/3(4)~1/100000s   
Illuminazione minima: 0,08Lux/F2.0(Color, 1/3s, 3OIRE);  
0.3 Lux/F2.0 (Color, 1/30s, 30IRE); 0Lux/F2.0 (IR on)   
Ratio: > 50 dB  
Distanza IR: fino a 20 m  
Attivazione IR: auto / manuale  
Numero LED IR: 10  
Materiale: Metallo  
Dimensioni: ø 106 mm x 50.3 mm (4.17” x 1.98”) 
Peso: 400 g

› Obiettivo: 
Tipo di focale: fisso   
Tipo di montaggio: integrato 
Distanza focale: 2,8 mm  
Apertura massima: F2.0 (F2.0, F2.0)  
Angolo di ripresa: H: 104°, V: 57°  
Fuoco: Fisso  
Distanza minima di regolazione fuoco: N/A 
Distanza D.O.R.I. (Rilevazione, Osservazione, Riconoscimento, 
Identificazione): Rilevazione: 263 m; Osservazione: 25 m;  
Riconoscimento: 13 m; Identificazione: 6 m   
Panoramica: da 0° a 60°   
Inclinazione: da 0° a 80°   
Rotazione: da 0° a 360°

› Rilevazione intelligente: 
IVS: Passaggio, intrusione, oggetti abbandonati o perduti  
Advanced Intelligent Functions: Funzione di rilevazione del 
viso

› Video: 
Formato di compressione: H.265+/H.265/H.264+/H.264  
Numero di flussi: 3   
Risoluzione: 4M(2688x1520)/3M(2304x1296)/  
1080P(1920x1080)/1.3M(1280x960)/720P(1280x720)/
D1(704x576/704x480)/VGA(640x480)/CIF(352x288/352x240)  
Flusso principale: 4M(1~25/30fps)   
2° flusso: D1(1~25/30fps)  
3° flusso:  720P(1~25/30fps) 
Modalità di campionamento: CBT/VBR  
Velocità di trasmissione binaria: H.264: 24~10240Kbps;  
H.265: 14~9984Kbps 
Modo giorno/notte: Auto(ICR) / Colore / Bianco e nero  
Modo BLC: BLC / HLC / WDR(120dB)  
Bilanciamento dei bianchi: Auto/Natural/Street Lamp/

Outdoor/Manual  
Controllo guadagno: Auto/Manuale  
Riduzione disturbo: 3D DNR  
Rilevazione movimento: Off / On (4 zone, rettangolo)   
Zone d’interesse: Off / On (4 zone)  
Stabilizzatore d‘immagine: elettronico  
IR Intelligente: Supportato  
Zoom digitale: x16  
Flip: 0°/90°/180°/270°  
Modo specchio: Off / On   
Maschera privacy: Off / On (4 zone, rettangolo)

› Audio:  
Compressione: G.711a/ G.711Mu/ AAC/ G.726

› Rete:  
Ethernet: RJ-45 (10/100Base-T)  
Protocolli: HTTP; HTTPs; TCP; ARP; RTSP; RTP; UDP; SMTP; FTP; 
DHCP; DNS; DDNS; PPPoE; IPv4/v6; QoS; UPnP;NTP; Bonjour; 
802.1x; Multicast; ICMP; IGMP; SNMP  
Interoperabilità: ONVIF, PSIA, CGI  
Diffusione: Unicast / Multicast  
Numero massimo di accessi utente: 10 utenti / 20 utenti  
Memorizzazione: server NAS (Network attached storage); PC 
locale  
Scheda MicroSDTM 128GB (non fornita)  
Browswer: IE: Win10 o Win8.1 + IE11 / Win7+IE8 / Win7+IE9 
Google Chrome; Firefox Firefox; Mac Safari  
Software di gestione: DAITEM  
Smart Phone: iPhone, iPad, Android Phone tramite App  
DAITEM Capture  
Certificazioni: CE (EN 60950:2000)

› Interfaccia:  
Interfaccia Audio: Microfono integrato

› Alimentazione:  
Alimentazione elettrica: 12 Vcc PoE (802.3af)(Class 0) 
Consumo elettrico: < 4,5 W

› Ambiente:  
Condizioni di funzionamento: -30°C - +60°C.  
Tasso d’umidità inferiore a 95%  
Condizioni di immagazzinamento: -30°C - +60°C.  
Tasso d’umidità inferiore a 95% 
Indice di protezione liquido: IP67 
Resistenza meccanica antivandalica: IK10

MINI DOME CON FOCALE FISSA 
› SV123DX 

Compatta 4 Mp, IR 20m, IP67, PoE. 

Eco Savvy 3.0| DH-IPC-HDBW4431F-AS

System Overview

Eco-savvy products by upgrading H.265 encoding technology, bringing 
high efficient video compression.  It saves bandwidth and storage , 
energy-saving design to enhance the monitoring system . Meanwhile, 
the series offers features such as starlight , Smart IR technology , 
intelligent image analysis techniques. It provides excellent image quality 
and intelligent and efficient event reminders . This series provides IP67 
weatherproof and IK10 vandal-proof protection feature. Give customers 
more value

Functions

Wide Dynamic Range
Embeded with industry leading wide dynamic range (WDR) technology, 
vivid picutures are achieved even in the most intense contrast lighting 
conditions. For applications with both bright and low lighting conditions 
that change quickly, True WDR (120dB) optimizes both the bright and 
dark areas of a scene at the same time to provide usable video.

Intelligent Video System (IVS)
With built-in intelligent video analytics, the camera has the ability to 
detect and analyze moving objects for improved video surveillance. The 
camera provides optional standard intelliegence at the edge allowing 
detection of multiple object behaviors such as abandoned or missing 
objects. IVS also supports Tripwire analytics, allowing the camera to 
detect when a pre-determined line has been crossed, ideal for business 
intelligence, and Facial Detection, for searching or identification of 
individuals.

Environmental
With a temperature range of -30 °C to +60 °C (-22 °F to +140 °F), the 
camera is designed for extreme temperature environments. The camera 
complies to an IK10 impact rating making it capable of withstanding the 
equivalent of 55 kg (120 lbs) of force. Subjected and certified to rigorous 
dust and water immersion tests, the IP67 rating makes it suitable for 
demanding outdoor applications. For enviorments with rain, sleet, snow 
and fog, an integrated wiper provides users with clear visibility at all 
times.

Protection
Supporting ±30% input voltage tolerance, this camera suits even the 
most unstable conditions for outdoor applications.  Its 4KV lightning 
rating provides protectection against the camera and its structure from 
the effects of lightning.

Smart H.265+
Deliver high quality video without straining the network, Smart H.265+ 
is the optimized implementation of H.265. The Smart H.265+ encoding 
technology includes a scene adaptive encoding strategy, dynamic GOP, 
dynamic ROI, flexible multi-frame reference structure and intelligent 
noise reduction, providing saving of up to 70% of bandwidth and storage 
when compared with standard H.265.

HEVC (H.265)
H.265 ITU-T VCEG is a new video coding standard. H.265 Following 
standard developed around the existing video coding standard H.264 
, some retain the original technology , while some of the relevant 
technology to improve the new technology uses advanced technology 
to improve the relationship between the code stream , encoding quality 
, and the delay between algorithm complexity , optimize settings 
specific contents include : Improve compression efficiency , improve the 
robustness and error recovery capabilities, real-time to reduce the delay, 
reduce channel acquisition time and a random access delay , reduce 
complexity , etc

www.dahuasecurity.com

· 1/3” 4Megapixel progressive scan CMOS
· H.265&H.264 dual-stream encoding
· 25/30fps@4M(2688×1520)
· Smart Detection supported
· WDR(120dB), Day/Night(ICR), 3DNR,AWB,AGC,BLC,
· Multiple network monitoring: Web viewer, CMS(DSS/PSS) 
& DMSS
· 2.8mm fixed lens (3.6mm, 6mm optional)
· Max. IR LEDs Length 20m
· Micro SD memory, IP67, IK10, PoE

DH-IPC-HDBW4431F-AS
 4MP IR Mini Dome Network Camera 

Temperature IP67
H.2654Mp

Vandal-proof 20m IR
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Accessori

Non inclusi.

SV829AXSV826AXSV822AX

Eco Savvy 3.0| DH-IPC-HDBW4431F-AS

Ordering Information

Type Part Number Description

4MP camera

DH-IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0600B

44MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

Accessories 
(optional)

PFB204W Wall mount

PFA139 Junction box

PFA152 Pole mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions Φ106mm×50.3mm (4.17”×1.98”)

Net Weight 0.4kg (0.88lb)

Gross Weight 0.44kg (0.97lb)

Accessories

Optional:

Dimensions (mm/inch)

Junction Mount

Wall Mount

Pole Mount
PFB204W + PFA152

PFB204W

PFA139

PFA139
Junction Box

PFB204W
Wall Mount

PFA152
Pole Mount

Eco Savvy 3.0| DH-IPC-HDBW4431F-AS

Ordering Information

Type Part Number Description

4MP camera

DH-IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0600B

44MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

Accessories 
(optional)

PFB204W Wall mount

PFA139 Junction box

PFA152 Pole mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions Φ106mm×50.3mm (4.17”×1.98”)

Net Weight 0.4kg (0.88lb)

Gross Weight 0.44kg (0.97lb)

Accessories

Optional:

Dimensions (mm/inch)

Junction Mount

Wall Mount

Pole Mount
PFB204W + PFA152

PFB204W

PFA139

PFA139
Junction Box

PFB204W
Wall Mount

PFA152
Pole Mount

Funzioni

› LED IR integrati 
10 LED IR consentono una visione notturna di qualità fino a 
20 m.

› Installazione sicura 
Identificazione della telecamera tramite QR-code.

› Codec H265 & H264 
2 formati possibili, tra cui H265, formato di compressione che 
consente di ridurre del 50% la capacità di memorizzazione 
necessaria.

› Smart H265+ 
Il migliore dei formati di compressione, che consente un 
risparmio della banda passante e dello spazio di memorizza-
zione fino al 70%. 

› Slot scheda MicroSDTM  
L’aggiunta di una scheda MicroSDTM permette la registrazione 
di filmati fino ad un massimo di 128 Gb (scheda non fornita).

› Analisi Video  
La tecnologia IVS (Intelligent Video System) integrata alla 
telecamera consente di rilevare ed analizzare gli oggetti in 
movimento o l’attraversamento di una linea predefinita per 
una sorveglianza video ottimizzata.

› Trattamento del controluce 
La tecnologia WDR (Wide Dynamic Range) consente di 
ottenere immagini di qualità anche in condizioni di debole 
luminosità a rapida variabilità.

Eco Savvy 3.0| DH-IPC-HDBW4431F-AS

Ordering Information

Type Part Number Description

4MP camera

DH-IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0600B

44MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

Accessories 
(optional)

PFB204W Wall mount

PFA139 Junction box

PFA152 Pole mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions Φ106mm×50.3mm (4.17”×1.98”)

Net Weight 0.4kg (0.88lb)

Gross Weight 0.44kg (0.97lb)

Accessories

Optional:

Dimensions (mm/inch)

Junction Mount

Wall Mount

Pole Mount
PFB204W + PFA152

PFB204W

PFA139

PFA139
Junction Box

PFB204W
Wall Mount

PFA152
Pole Mount

Eco Savvy 3.0| DH-IPC-HDBW4431F-AS

Ordering Information

Type Part Number Description

4MP camera

DH-IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0600B

44MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

Accessories 
(optional)

PFB204W Wall mount

PFA139 Junction box

PFA152 Pole mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions Φ106mm×50.3mm (4.17”×1.98”)

Net Weight 0.4kg (0.88lb)

Gross Weight 0.44kg (0.97lb)

Accessories

Optional:

Dimensions (mm/inch)

Junction Mount

Wall Mount

Pole Mount
PFB204W + PFA152

PFB204W

PFA139

PFA139
Junction Box

PFB204W
Wall Mount

PFA152
Pole Mount

Eco Savvy 3.0| DH-IPC-HDBW4431F-AS

Ordering Information

Type Part Number Description

4MP camera

DH-IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0600B

44MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

Accessories 
(optional)

PFB204W Wall mount

PFA139 Junction box

PFA152 Pole mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions Φ106mm×50.3mm (4.17”×1.98”)

Net Weight 0.4kg (0.88lb)

Gross Weight 0.44kg (0.97lb)

Accessories

Optional:

Dimensions (mm/inch)

Junction Mount

Wall Mount

Pole Mount
PFB204W + PFA152

PFB204W

PFA139

PFA139
Junction Box

PFB204W
Wall Mount

PFA152
Pole Mount

50
.3

 m
m

106 mm

106 mm
91 mm

4.5 mm

Dimensioni.

50
.3

 m
m

106 mm

106 mm
91 mm

4.5 mm
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DETTAGLI

Caratteristiche tecniche

› Telecamera: 
Sensore: 1/2.8" 2 Megapixel progressive CMOS 
Pixels effettivi: 1920(H) x 1080(V) 
RAM/ROM: 256 MB / 32 MB  
Scansione: Progressiva 
Velocità d’otturazione: Auto/ Manuale, 1/3(4)~1/100000s   
Illuminazione minima: 0.006Lux/F1.4(Color, 1/3s,3OIRE);  
0.05Lux/F1.4(Color, 1/30s,3OIRE); Olux/F1.4(IR on)  
Ratio: > 45 dB  
Distanza IR: 50 m  
Attivazione IR: auto / manuale  
Numero LED IR: 2  
Materiale: Metallo  
Dimensioni: ø 122 mm x 88,9 mm 
Peso: 400 g

› Obiettivo: 
Tipo di focale: motorizzato   
Tipo di montaggio: integrato 
Distanza focale: 2,7 mm~13,5 mm  
Apertura massima: F1.4  
Angolo di ripresa: H:106°~29°, V:57°~17° 
Zoom ottico: motorizzato  
Distanza minima di regolazione fuoco: 0,2 m 
Distanza D.O.R.I. (Rilevazione, Osservazione, Riconoscimento, 
Identificazione): W, T; Rilevazione: 46 m, 153 m; Osservazione: 18 
m, 61 m; Riconoscimento: 9 m, 30 m; Identificazione: 5 m, 15 m     
Panoramica: 0°~355° 
Inclinazione: 0°~70° 
Rotazione: 0~355°

› Video: 
Formato di compressione: H.265+/H.265/H.264+/H.264   
Numero di flussi: 2 canali   
Risoluzione: 1080P(1920x1080)/SXGA(1280x1024)/ 
1.3M(1280x960);720P(1280x720)/D1(704x576/704x480)/
VGA(640x480);  
CIF(352x288/352x240)  
Flusso principale: 2M(1~25/30fps) 
2° flusso: D1/CIF(1~25/30fps) 
Modalità di campionamento: CBR/VBR  
Velocità di trasmissione binaria: H.265: 12K ~ 6400Kbps;  
H.264: 32K ~ 10240Kbps 
Modo giorno/notte: Auto(ICR) / Colore / Bianco e nero 
Modo BLC: BLC / HLC / WDR (120dB)  
Bilanciamento dei bianchi: Auto/Natural/Street Lamp/
Manual  
Controllo guadagno: Auto/Manuale  
Riduzione disturbo: 3D DNR  
Rilevazione movimento: Off / On (4 zone, rettangolo)  
Zone d’interesse: Off / On (4 zone)  

IR Intelligente: Supportato  
Zoom digitale: x16  
Flip: 0°/90°/180°/270°  
Modo specchio: Off / On   
Maschera privacy: Off / On (4 zone, rettangolo)

› Rete:  
Ethernet: RJ-45 (10/100Base-T)  
Protocolli: HTTP;TCP;ARP;RTSP;RTP;UDP;RTCP;SMTP;FTP;DHCP; 
DNS;DDNS;PPPoE;IPv4/v6;SNMP;QoS;UPnP;NTP  
Interoperabilità: ONVIF, PSIA, CGI  
Diffusione: Unicast / Multicast  
Numero massimo di accessi utente: 20 utenti  
Memorizzazione: NAS; PC locale; scheda MicroSDTM 128 Gb 
(non fornita) 
Browswer: IE: Win10 o Win8.1 + IE11 / Win7+IE8 / Win7+IE9 
Google Chrome; Firefox Firefox; Mac Safari  
Software di gestione: DAITEM  
Smart Phone: iPhone, iPad, Android Phone tramite App  
DAITEM Capture  
Certificazioni: CE (EN 60950:2000)

› Alimentazione:  
Alimentazione elettrica: 12 Vcc PoE (802.3af)(Class 0)  
Consumo elettrico: <8,3 W

› Ambiente:  
Condizioni di funzionamento: -30°C - +60°C.  
Tasso d’umidità inferiore a 95%  
Condizioni di immagazzinamento: -30°C - +60°C.  
Tasso d’umidità inferiore a 95% 
Indice di protezione liquido: IP67 
Resistenza meccanica antivandalica: IK10

DOME VARIFOCALE
› SV124DX 

2 Mp, IR 50m, IP67, PoE.  

Lite Series | DH-IPC-HDBW2231R-ZS/VFS

  System Overview

The IR Megapixel Vari-focal camera delivers 2MP/4MP/5MP resolution 
with a 2.7mm – 13.5mm varifocal lens.The camera's elegant blend of 
aesthetics combined with a range of easy mounting solutions provides 
an excellent choice for a variety of small to mid-size applications at an 
affordable price.

  Functions

Smart H.265+
Smart H.265+ is the optimized implementation of the H.265 codec that 
uses a scene-adaptive encoding strategy, dynamic GOP, dynamic ROI, 
flexible multi-frame reference structure and intelligent noise reduction to 
deliver high-quality video without straining the network. Smart H.265+ 
technology reduces bit rate and storage requirements by up to 70% 
when compared to standard H.265 video compression.

Starlight Technology
For challenging low-light applications, Dahua’s Starlight Ultra-low Light 
Technology offers best-in-class light sensitivity, capturing color details 
in low light down to 0.006lux. The camera uses a set of optical features 
to balance light throughout the scene, resulting in clear images in dark 
environments.

Wide Dynamic Range (WDR)
The camera achieves vivid images, even in the most intense contrast 
lighting conditions, using industry-leading wide dynamic range (WDR) 
technology. For applications with both bright and low lighting conditions 
that change quickly, true WDR (120 dB) optimizes both the bright and 
dark areas of a scene at the same time to provide usable video.

Smart IR Technology
With IR illumination, detailed images can be captured in low light or 
total darkness. The camera's Smart IR technology adjusts the intensity of 
camera's infrared LEDs to compensate the distance of an object. Smart 

IR technology prevents IR LEDs from whitening out images as they come 
closer to the camera. The camera's integrated infrared illumination 
provides high performance in extreme low-light environments up to 50m 
(164ft).

Protection (IP67, IK10, wide voltage)
The camera allows for ±10% input voltage tolerance, suitable for the 
most unstable conditions for outdoor applications. Its 2KV lightning 
rating provides effective protection for both the camera and its structure 
against lightning. Subjected and certified to rigorous dust and immersion 
tests (IP67) and impact tests (IK10), the camera is the choice for 
installation in even the most unforgiving environments.

Environmental
Dahua cameras operate in extreme temperature environments, rated for 
use in  temperatures from -30° C to +60° C (-22° F to +140° F) with 95% 
humidity. 

Image flip
Capturing unnecessary data such as surrounding hallway walls can 
increase storage requirements without any added value. The image flip 
feature allows the camera's image to be rotated in 90° increments for 
better video optimization.

Interoperability
The camera conforms to the ONVIF (Open Network Video Interface 
Forum) specifications, ensuring interoperability between network video 
products regardless of manufacturer.

www.dahuasecurity.com

· 1/2.8” 2Megapixel progressive StarvisTM CMOS
· H.265 & H.264 dual-stream encoding
· 25/30fps@1080P(1920×1080)
· WDR(120dB), Day/Night(ICR), 3DNR, AWB, AGC, BLC
· Multiple network monitoring: Web viewer, CMS(DSS/PSS) &
DMSS
· Micro SD card slot, up to 128GB
· 2.7~13.5mm varifocal lens
· Max IR LEDs Length 30m
· IP67, IK10, PoE

DH-IPC-HDBW2231R-ZS/VFS
 2MP WDR IR Dome Network Camera

IP67 Vandal-proof50m IR
Starlight

1080p
H.265+H.2652Mp
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Accessori

Non inclusi.

Funzioni

› LED IR integrati 
2 LED IR consentono una visione notturna di qualità fino a 
50 m.

› Installazione sicura 
Identificazione della telecamera tramite QR-code.

› Codec H265 & H264 
2 formati possibili, tra cui H265, formato di compressione che 
consente di ridurre del 50% la capacità di memorizzazione 
necessaria.

› Smart IR 
L’illuminazione infrarossa integrata offre prestazioni elevate 
anche in condizioni di luminosità estremamente debole, fino 
a 50 m.

› Trattamento del controluce 
La tecnologia WDR (Wide Dynamic Range) consente di 
ottenere immagini di qualità anche in condizioni di debole 
luminosità a rapida variabilità.

› Filtro giorno/notte meccanico 
Telecamera ideale per applicazioni in condizioni di luminosità 
variabili, con ripresa di immagini a colori durante il giorno e 
passaggio automatico al monocromatico quando la lumino-
sità diminuisce.

› Rotazione immagini 
Funzione che consente di far ruotare l’immagine della tele-
camera di 90° evitando così la ripresa di dati inutili quali ad 
esempio pareti colorate.

Lite Series | DH-IPC-HDBW2231R-ZS/VFS

Ordering Information

Type Part Number Description

2MP camera

DH-IPC-
HDBW2231RP-ZS 2MP WDR IR Dome Network Camera,

PAL

DH-IPC-
HDBW2231RN-ZS

2MP WDR IR Dome Network Camera,
NTSC

IPC-HDBW2231RP-ZS 2MP WDR IR Dome Network Camera,
PAL

IPC-HDBW2231RN-ZS 2MP WDR IR Dome Network Camera,
NTSC

DH-IPC-
HDBW2231RP-VFS

2MP WDR IR Dome Network Camera,
PAL

DH-IPC-
HDBW2231RN-VFS

2MP WDR IR Dome Network Camera,
NTSC

IPC-HDBW2231RP-
VFS

2MP WDR IR Dome Network Camera,
PAL

IPC-HDBD2231RN-
VFS

2MP WDR IR Dome Network Camera,
NTSC

Accessories 
(optional)

PFA137 Junction box

PFB203W Wall mount

PFA152-E Pole mount

PFB200C In-celling Mount

PFA200W Rain shade

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions φ122mm×88.9mm(4.80''x3.50'')

Net Weight 0.4Kg (0.88lb)

Gross Weight 0.54Kg(1.19lb)

Dimensions (mm/inch)

Junc�on Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152-EPFB203W

PFA137 PFB200C

Wall Mount with Rain Shade Pole Mount with Rain Shade
PFB203W + PFA152-E+PFA200WPFB203W+PFA200W

Accessories

Optional:

PFA136
Function Box

PFB203W
Wall mount

PFA152-E
Pole mount

PFB200C
In-celling Box Rain shade

© 2017 Dahua. All rights reserved. Design and specifications are subject to change without notice.Rev 001.001

PFA200WSV829AX SV827AXSV825AXSV821AX

› Zone d’interesse 
Funzione definite dall’utente che consente di sorvegliare 
zone specifiche di una scena pur mantenendo la sorveglianza 
globale della scena stessa.

› Slot scheda MicroSDTM  
L’aggiunta di una scheda MicroSDTM permette la registrazione 
di filmati fino ad un massimo di 128 Gb (scheda non fornita).

Junction Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152PFB203W

PFA137 PFB200C

Junction Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152PFB203W

PFA137 PFB200C

Junction Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152PFB203W

PFA137 PFB200C

Junction Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152PFB203W

PFA137 PFB200C

Dimensioni.

122.0 mm

4.5 mm3 110.0 mm

122.0 mm

88
.9

 m
m

122.0 mm

4.5 mm3 110.0 mm

122.0 mm

88
.9

 m
m
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DETTAGLI

Caratteristiche tecniche

› Telecamera: 
Sensore: 1/3" 4 Megapixel progressive scan CMOS 
Pixels effettivi: 2688 (H) x 1520 (V) 
RAM/ROM: 512 MB / 32 MB  
Scansione: Progressiva 
Velocità d’otturazione: Auto/ Manuale  
Illuminazione minima: 0.03Lux / F1.4 (Color, 1/3s, 3OIRE); 0.3Lux 
/ F.1.4 (Color, 1/30s, 3OIRE); 0Lux / F1.4 (IR on)  
Ratio: > 50 dB  
Distanza IR: oltre 50 m  
Attivazione IR: auto / manuale  
Numero LED IR: 2  
Materiale: Metallo  
Dimensioni: ø 122 mm x 88,9 mm 
Peso: 500 g 

› Obiettivo: 
Tipo di focale: motorizzato / Auto Iris (DC) 
Tipo di montaggio: integrato 
Distanza focale: 2,7 mm~12 mm  
Apertura massima: F1.4  
Angolo di ripresa: H: 100° ~ 35°, V:54° ~ 20° 
Zoom ottico: 4x  
Fuoco: motorizzato 
Distanza minima di regolazione fuoco: 0,3 m 
Distanza D.O.R.I. (Rilevazione, Osservazione, Riconoscimento, 
Identificazione): W, T; Rilevazione: 68 m, 192 m; Osservazione:  
27 m, 77 m; Riconoscimento: 14 m, 39 m; Identificazione: 7 m, 19 m   
Panoramica: 0°~355° 
Inclinazione: 0°~75° 
Rotazione: 0~355°

› Rilevazione intelligente: 
IVS: Filo steso, intrusione, oggetti abbandonati/smarriti 
Advanced Intelligent Functions: Funzione di rilevazione del 
viso

› Video: 
Formato di compressione: H.265+/H.265/H.264+/H.264   
Numero di flussi: 3 canali   
Risoluzione: 4M(2688x1520)/3M(2304x1296)/ 
1080P(1920x1080)/1.3M (1280x960)/720P(1280x720)/
D1(704x576/704x480)/VGA(640x480)/CIF(352x288/352x240)  
Flusso principale: 4M(1~25/30fps) 
2° flusso: D1(1~25/30fps)  
3° flusso: 720P(1~25/30fps) 
Modalità di campionamento: CBR/VBR  
Velocità di trasmissione binaria: H.264: 24~10240Kbps; H.265: 
14~9984Kbps  
Modo giorno/notte: Auto(ICR) / Colore / Bianco e nero  
Modo BLC: BLC / HLC / WDR (120dB)  

Bilanciamento dei bianchi: Auto/Natural/Street Lamp/
Outdoor/Manual  
Controllo guadagno: Auto/Manuale  
Riduzione disturbo: 3D DNR  
Rilevazione movimento: Off / On (4 zone, rettangolo)   
Zone d’interesse: Off / On (4 zone)  
IR Intelligente: Supportato  
Zoom digitale: 16x  
Flip: 0°/90°/180°/270°  
Modo specchio: Off / On   
Maschera privacy: Off / On (4 zone, rettangolo)

› Audio:  
Compressione: G.711a/G.771Mu/ AAC/ G.726

› Rete:  
Ethernet: RJ-45 (10/100Base-T)  
Protocolli: HTTP; HTTPS; TCP; ARP; RTSP; RTP; UDP; SMTP; FTP; 
DHCP; DNS; DDNS; PPPoE; IPv4/v6; QoS; UPnP; NTP; Bonjour; 
802.1x; Multicast; ICMP; IGMP; SNMP  
Interoperabilità: ONVIF, PSIA, CGI  
Diffusione: Unicast / Multicast  
Numero massimo di accessi utente: 10 utenti / 20 utenti  
Memorizzazione: NAS; PC locale; scheda MicroSDTM 128 Gb 
(non fornita) 
Browswer: IE: Win10 o Win8.1 + IE11 / Win7+IE8 / Win7+IE9 
Google Chrome; Firefox Firefox; Mac Safari  
Software di gestione: DAITEM  
Smart Phone: iPhone, iPad, Android Phone tramite App  
DAITEM Capture  
Certificazioni: CE (EN 60950:2000)

› Interfaccia:  
Interfaccia Audio: 1/1 Canale in/out  
Allarme: 1 canale in: 5 mA 5 Vcc; 1 Canale out: 300 mA 12 Vcc

› Alimentazione:  
Alimentazione elettrica: 12 Vcc PoE (802.3af)(Class 0)  
Consumo elettrico: <8,5 W

› Ambiente:  
Condizioni di funzionamento: -30°C - +60°C (-22°F ~ +140° F). 
Tasso d’umidità inferiore a 95%  
Condizioni di immagazzinamento: -30°C - +60°C (-22°F ~ +140° F).  
Tasso d’umidità inferiore a 95% 
Indice di protezione liquido: IP67 
Resistenza meccanica antivandalica: IK10

DOME VARIFOCALE
› SV125DX 

4 Mp, IR 50m, IP67, PoE.  

Eco Savvy 3.0| DH-IPC-HDBW4431F-AS

System Overview

Eco-savvy products by upgrading H.265 encoding technology, bringing 
high efficient video compression.  It saves bandwidth and storage , 
energy-saving design to enhance the monitoring system . Meanwhile, 
the series offers features such as starlight , Smart IR technology , 
intelligent image analysis techniques. It provides excellent image quality 
and intelligent and efficient event reminders . This series provides IP67 
weatherproof and IK10 vandal-proof protection feature. Give customers 
more value

Functions

Wide Dynamic Range
Embeded with industry leading wide dynamic range (WDR) technology, 
vivid picutures are achieved even in the most intense contrast lighting 
conditions. For applications with both bright and low lighting conditions 
that change quickly, True WDR (120dB) optimizes both the bright and 
dark areas of a scene at the same time to provide usable video.

Intelligent Video System (IVS)
With built-in intelligent video analytics, the camera has the ability to 
detect and analyze moving objects for improved video surveillance. The 
camera provides optional standard intelliegence at the edge allowing 
detection of multiple object behaviors such as abandoned or missing 
objects. IVS also supports Tripwire analytics, allowing the camera to 
detect when a pre-determined line has been crossed, ideal for business 
intelligence, and Facial Detection, for searching or identification of 
individuals.

Environmental
With a temperature range of -30 °C to +60 °C (-22 °F to +140 °F), the 
camera is designed for extreme temperature environments. The camera 
complies to an IK10 impact rating making it capable of withstanding the 
equivalent of 55 kg (120 lbs) of force. Subjected and certified to rigorous 
dust and water immersion tests, the IP67 rating makes it suitable for 
demanding outdoor applications. For enviorments with rain, sleet, snow 
and fog, an integrated wiper provides users with clear visibility at all 
times.

Protection
Supporting ±30% input voltage tolerance, this camera suits even the 
most unstable conditions for outdoor applications.  Its 4KV lightning 
rating provides protectection against the camera and its structure from 
the effects of lightning.

Smart H.265+
Deliver high quality video without straining the network, Smart H.265+ 
is the optimized implementation of H.265. The Smart H.265+ encoding 
technology includes a scene adaptive encoding strategy, dynamic GOP, 
dynamic ROI, flexible multi-frame reference structure and intelligent 
noise reduction, providing saving of up to 70% of bandwidth and storage 
when compared with standard H.265.

HEVC (H.265)
H.265 ITU-T VCEG is a new video coding standard. H.265 Following 
standard developed around the existing video coding standard H.264 
, some retain the original technology , while some of the relevant 
technology to improve the new technology uses advanced technology 
to improve the relationship between the code stream , encoding quality 
, and the delay between algorithm complexity , optimize settings 
specific contents include : Improve compression efficiency , improve the 
robustness and error recovery capabilities, real-time to reduce the delay, 
reduce channel acquisition time and a random access delay , reduce 
complexity , etc

www.dahuasecurity.com

· 1/3” 4Megapixel progressive scan CMOS
· H.265&H.264 dual-stream encoding
· 25/30fps@4M(2688×1520)
· Smart Detection supported
· WDR(120dB), Day/Night(ICR), 3DNR,AWB,AGC,BLC,
· Multiple network monitoring: Web viewer, CMS(DSS/PSS) 
& DMSS
· 2.8mm fixed lens (3.6mm, 6mm optional)
· Max. IR LEDs Length 20m
· Micro SD memory, IP67, IK10, PoE

DH-IPC-HDBW4431F-AS
 4MP IR Mini Dome Network Camera 

Temperature IP67
H.2654Mp

Vandal-proof

Lite Series | DH-IPC-HDBW2231R-ZS/VFS

  System Overview

The IR Megapixel Vari-focal camera delivers 2MP/4MP/5MP resolution 
with a 2.7mm – 13.5mm varifocal lens.The camera's elegant blend of 
aesthetics combined with a range of easy mounting solutions provides 
an excellent choice for a variety of small to mid-size applications at an 
affordable price.

  Functions

Smart H.265+
Smart H.265+ is the optimized implementation of the H.265 codec that 
uses a scene-adaptive encoding strategy, dynamic GOP, dynamic ROI, 
flexible multi-frame reference structure and intelligent noise reduction to 
deliver high-quality video without straining the network. Smart H.265+ 
technology reduces bit rate and storage requirements by up to 70% 
when compared to standard H.265 video compression.

Starlight Technology
For challenging low-light applications, Dahua’s Starlight Ultra-low Light 
Technology offers best-in-class light sensitivity, capturing color details 
in low light down to 0.006lux. The camera uses a set of optical features 
to balance light throughout the scene, resulting in clear images in dark 
environments.

Wide Dynamic Range (WDR)
The camera achieves vivid images, even in the most intense contrast 
lighting conditions, using industry-leading wide dynamic range (WDR) 
technology. For applications with both bright and low lighting conditions 
that change quickly, true WDR (120 dB) optimizes both the bright and 
dark areas of a scene at the same time to provide usable video.

Smart IR Technology
With IR illumination, detailed images can be captured in low light or 
total darkness. The camera's Smart IR technology adjusts the intensity of 
camera's infrared LEDs to compensate the distance of an object. Smart 

IR technology prevents IR LEDs from whitening out images as they come 
closer to the camera. The camera's integrated infrared illumination 
provides high performance in extreme low-light environments up to 50m 
(164ft).

Protection (IP67, IK10, wide voltage)
The camera allows for ±10% input voltage tolerance, suitable for the 
most unstable conditions for outdoor applications. Its 2KV lightning 
rating provides effective protection for both the camera and its structure 
against lightning. Subjected and certified to rigorous dust and immersion 
tests (IP67) and impact tests (IK10), the camera is the choice for 
installation in even the most unforgiving environments.

Environmental
Dahua cameras operate in extreme temperature environments, rated for 
use in  temperatures from -30° C to +60° C (-22° F to +140° F) with 95% 
humidity. 

Image flip
Capturing unnecessary data such as surrounding hallway walls can 
increase storage requirements without any added value. The image flip 
feature allows the camera's image to be rotated in 90° increments for 
better video optimization.

Interoperability
The camera conforms to the ONVIF (Open Network Video Interface 
Forum) specifications, ensuring interoperability between network video 
products regardless of manufacturer.

www.dahuasecurity.com

· 1/2.8” 2Megapixel progressive StarvisTM CMOS
· H.265 & H.264 dual-stream encoding
· 25/30fps@1080P(1920×1080)
· WDR(120dB), Day/Night(ICR), 3DNR, AWB, AGC, BLC
· Multiple network monitoring: Web viewer, CMS(DSS/PSS) &
DMSS
· Micro SD card slot, up to 128GB
· 2.7~13.5mm varifocal lens
· Max IR LEDs Length 30m
· IP67, IK10, PoE

DH-IPC-HDBW2231R-ZS/VFS
 2MP WDR IR Dome Network Camera

IP67 Vandal-proof50m IR
Starlight

1080p
H.265+
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Accessori

Non inclusi.

Lite Series | DH-IPC-HDBW2231R-ZS/VFS

Ordering Information

Type Part Number Description

2MP camera

DH-IPC-
HDBW2231RP-ZS 2MP WDR IR Dome Network Camera,

PAL

DH-IPC-
HDBW2231RN-ZS

2MP WDR IR Dome Network Camera,
NTSC

IPC-HDBW2231RP-ZS 2MP WDR IR Dome Network Camera,
PAL

IPC-HDBW2231RN-ZS 2MP WDR IR Dome Network Camera,
NTSC

DH-IPC-
HDBW2231RP-VFS

2MP WDR IR Dome Network Camera,
PAL

DH-IPC-
HDBW2231RN-VFS

2MP WDR IR Dome Network Camera,
NTSC

IPC-HDBW2231RP-
VFS

2MP WDR IR Dome Network Camera,
PAL

IPC-HDBD2231RN-
VFS

2MP WDR IR Dome Network Camera,
NTSC

Accessories 
(optional)

PFA137 Junction box

PFB203W Wall mount

PFA152-E Pole mount

PFB200C In-celling Mount

PFA200W Rain shade

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions φ122mm×88.9mm(4.80''x3.50'')

Net Weight 0.4Kg (0.88lb)

Gross Weight 0.54Kg(1.19lb)

Dimensions (mm/inch)

Junc�on Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152-EPFB203W

PFA137 PFB200C

Wall Mount with Rain Shade Pole Mount with Rain Shade
PFB203W + PFA152-E+PFA200WPFB203W+PFA200W

Accessories

Optional:

PFA136
Function Box

PFB203W
Wall mount

PFA152-E
Pole mount

PFB200C
In-celling Box Rain shade

© 2017 Dahua. All rights reserved. Design and specifications are subject to change without notice.Rev 001.001

PFA200WSV829AX SV827AXSV825AXSV821AX

Funzioni

› LED IR integrati 
2 LED IR consentono una visione notturna di qualità fino a 50 
m.

› Installazione sicura 
Identificazione della telecamera tramite QR-code.

› Codec H265 & H264 
2 formati possibili, tra cui H265, formato di compressione che 
consente di ridurre del 50% la capacità di memorizzazione 
necessaria.

› Smart H265+  
Il migliore dei formati di compressione, che consente un 
risparmio della banda passante e dello spazio di memorizza-
zione fino al 70%.

› Smart IR 
L’illuminazione infrarossa integrata offre prestazioni elevate 
anche in condizioni di luminosità estremamente debole, fino 
a 50 m.

› Trattamento del controluce 
La tecnologia WDR (Wide Dynamic Range) consente di 
ottenere immagini di qualità anche in condizioni di debole 
luminosità a rapida variabilità.

› Filtro giorno/notte meccanico 
Telecamera ideale per applicazioni in condizioni di luminosità 
variabili, con ripresa di immagini a colori durante il giorno e 
passaggio automatico al monocromatico quando la lumino-
sità diminuisce.

› Rotazione immagini 
Funzione che consente di far ruotare l’immagine della tele-
camera di 90° evitando così la ripresa di dati inutili quali ad 
esempio pareti colorate.

› Zone d’interesse 
Funzione definite dall’utente che consente di sorvegliare 
zone specifiche di una scena pur mantenendo la sorveglianza 
globale della scena stessa.

› Analisi Video  
La tecnologia IVS (Intelligent Video System) integrata alla 
telecamera consente di rilevare ed analizzare gli oggetti in 
movimento o l’attraversamento di una linea predefinita per 
una sorveglianza video ottimizzata.

› Slot scheda MicroSDTM 
L’aggiunta di una scheda MicroSDTM permette la registrazione 
di filmati fino ad un massimo di 128 Gb (scheda non fornita).

Dimensioni.

122.0 mm

4.5 mm3 110.0 mm

122.0 mm

88
.9

 m
m

122.0 mm

4.5 mm3 110.0 mm

122.0 mm

88
.9

 m
m

Junction Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152PFB203W

PFA137 PFB200C

Junction Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152PFB203W

PFA137 PFB200C

Junction Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152PFB203W

PFA137 PFB200C

Junction Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152PFB203W

PFA137 PFB200C
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DETTAGLI

Caratteristiche tecniche

› Telecamera: 
Sensore: 1/2.8" 2 Megapixel progressive CMOS 
Pixels effettivi: 1920(H) x 1080(V) 
RAM/ROM: 256 MB / 32 MB  
Scansione: Progressiva 
Velocità d’otturazione: Auto / Manuale, 1/3(4)~1/100000s 
Illuminazione minima: 0.006Lux/F1.4(Color, 1/3s, 3OIRE); 
0.05Lux/F1.4(Color, 1/30s, 3OIRE); 0Lux/F1.4(IR on)  
Ratio: > 45 dB  
Distanza IR: 60 m  
Attivazione IR: auto / manuale  
Numero LED IR: 4  
Materiale: Metallo  
Dimensioni: 72 mm x 80 mm x 212.8 mm 
Peso: 685 g

› Obiettivo: 
Tipo di focale: motorizzato / Auto Iris (DC) 
Tipo di montaggio: integrato 
Distanza focale: 2,7 mm~13,5 mm  
Apertura massima: F1.4  
Angolo di ripresa: H:106°~29°, V:57°~17° 
Fuoco: fisso 
Distanza minima di regolazione fuoco: 0,2 m 
Distanza D.O.R.I. (Rilevazione, Osservazione, Riconoscimento, 
Identificazione): W, T; Rilevazione: 46 m, 153 m; Osservazione:  
18 m, 61 m; Riconoscimento: 9 m, 31 m; Identificazione: 5 m, 15m   
Panoramica: 0°~355° 
Inclinazione: 0°~90° 
Rotazione: 0~330°

› Video: 
Formato di compressione: H.265+/H.265/H.264+/H.264  
Numero di flussi: 2 canali   
Risoluzione: 1080P (1920x1080)/SXGA(1280x1024)/ 
1.3M(1280x960)/720P(1280x720)/D1(704x576/704x480)/ 
VGA (640x480)/CIF(352x288/352x240)  
Flusso principale: 2M (1~25/30 fps) 
2° flusso: D1/CIF (1~ 25/30 fps) 
Modalità di campionamento: CBR/VBR  
Velocità di trasmissione binaria: H.265: 12K~ 6400Kbps;  
H.264: 32K ~ 10240Kbps 
Modo giorno/notte: Auto(ICR) / Colore / Bianco e nero  
Modo BLC: BLC / HLC / WDR (120dB)  
Bilanciamento dei bianchi: Auto/Natural/Street Lamp/
Outdoor/Manual  
Controllo guadagno: Auto/Manuale  
Riduzione disturbo: 3D DNR  
Rilevazione movimento: Off / On (4 zone, rettangolo)   
Zone d’interesse: Off / On (4 zone)  
IR Intelligente: Supportato  

Zoom digitale: 16x  
Flip: 0°/90°/180°/270°  
Modo specchio: Off / On   
Maschera privacy: Off / On (4 zone, rettangolo)

› Rete:  
Ethernet: RJ-45 (10/100Base-T)  
Protocolli: HTTP; TCP; ARP; RTSP; RTP; UDP; RTCP; SMTP; FTP; 
DHCP; DNS; DDNS; PPoE; Ipv4/v6; SNMP; QoS; UPnP; NTP  
Interoperabilità: ONVIF, PSIA, CGI  
Diffusione: Unicast / Multicast  
Numero massimo di accessi utente: 10 utenti / 20 utenti  
Memorizzazione: NAS; PC locale; scheda MicroSDTM 128 Gb 
(non fornita) 
Browswer: IE: Win10 o Win8.1+IE11 / Win7+IE8 / Win7+IE9 
Google Chrome; Firefox Firefox; Mac Safari  
Software di gestione: DAITEM  
Smart Phone: iPhone, iPad, Android Phone tramite app  
DAITEM Capture  
Certificazioni: CE (EN 60950:2000)

› Interfaccia:  
Allarme: 1 canale d’ingresso: 5 mA 5 Vcc; 1 canale d’uscita:  
300 mA 12 Vcc

› Alimentazione:  
Alimentazione elettrica: 12 Vcc PoE (802.3af)(Class 0)  
Consumo elettrico: <11,4 W

› Ambiente:  
Condizioni di funzionamento: -30°C - +60°.  
Tasso d’umidità inferiore a 95%  
Condizioni di immagazzinamento: -30°C - +60°C.  
Tasso d’umidità inferiore a 95% 
Indice di protezione liquido: IP67

TELECAMERA BULLET VARIFOCALE
› SV126BX 

2 Mp, IR 60m, IP67, PoE.  

Lite Series | DH-IPC-HFW2231R-ZS/VFS-IRE6

  System Overview

The IR Megapixel Vari-focal camera delivers 2MP/4MP/5MP resolution 
with a 2.7mm – 13.5mm varifocal lens.The camera's elegant blend of 
aesthetics combined with a range of easy mounting solutions provides 
an excellent choice for a variety of small to mid-size applications at an 
affordable price.

  Functions

Smart H.265+
Smart H.265+ is the optimized implementation of the H.265 codec that 
uses a scene-adaptive encoding strategy, dynamic GOP, dynamic ROI, 
flexible multi-frame reference structure and intelligent noise reduction to 
deliver high-quality video without straining the network. Smart H.265+ 
technology reduces bit rate and storage requirements by up to 70% 
when compared to standard H.265 video compression.

Starlight Technology
For challenging low-light applications, Dahua’s Starlight Ultra-low Light 
Technology offers best-in-class light sensitivity, capturing color details 
in low light down to 0.006lux. The camera uses a set of optical features 
to balance light throughout the scene, resulting in clear images in dark 
environments.

Wide Dynamic Range (WDR)
The camera achieves vivid images, even in the most intense contrast 
lighting conditions, using industry-leading wide dynamic range (WDR) 
technology. For applications with both bright and low lighting conditions 
that change quickly, true WDR (120 dB) optimizes both the bright and 
dark areas of a scene at the same time to provide usable video.

Smart IR Technology
With IR illumination, detailed images can be captured in low light or 
total darkness. The camera's Smart IR technology adjusts the intensity of 

camera's infrared LEDs to compensate the distance of an object. Smart 
IR technology prevents IR LEDs from whitening out images as they come 
closer to the camera. The camera's integrated infrared illumination 
provides high performance in extreme low-light environments up to 60m 
(197ft).

Protection (IP67, wide voltage)
The camera allows for ±10% input voltage tolerance, suitable for the 
most unstable conditions for outdoor applications. Its 2KV lightning 
rating provides effective protection for both the camera and its structure 
against lightning. Subjected and certified to rigorous dust and immersion 
tests (IP67), the camera is the choice for installation in even the most 
unforgiving environments.

Environmental
Dahua cameras operate in extreme temperature environments, rated for 
use in  temperatures from -30° C to +60° C (-22° F to +140° F) with 95% 
humidity. 

Image flip
Capturing unnecessary data such as surrounding hallway walls can 
increase storage requirements without any added value. The image flip 
feature allows the camera's image to be rotated in 90° increments for 
better video optimization.

Interoperability
The camera conforms to the ONVIF (Open Network Video Interface 
Forum) specifications, ensuring interoperability between network video 
products regardless of manufacturer.

www.dahuasecurity.com

· 1/2.8” 2Megapixel progressive StarvisTM CMOS
· H.265 & H.264 dual-stream encoding
· 25/30fps@1080P(1920×1080) 
· WDR(120dB), Day/Night(ICR), 3DNR, AWB, AGC, BLC
· Multiple network monitoring: Web viewer, CMS(DSS/PSS) & 
DMSS
· Micro SD card slot, up to 128GB
· 2.7~13.5mm varifocal lens
· Max IR LEDs Length 60m
· IP67, PoE

DH-IPC-HFW2231R-ZS/VFS-IRE6
 2MP WDR IR Bullet Network Camera

IP6760m IR
Starlight

1080p
H.265+H.2652Mp
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Accessori

Non inclusi.

Funzioni

› LED IR integrati 
4 LED IR consentono una visione notturna di qualità fino a 
60 m.

› Installazione sicura 
Identificazione della telecamera tramite QR-code.

› Codec H265 & H264 
2 formati possibili, tra cui H265, formato di compressione che 
consente di ridurre del 50% la capacità di memorizzazione 
necessaria.

› Smart IR 
L’illuminazione infrarossa integrata offre prestazioni elevate 
anche in condizioni di luminosità estremamente debole, fino 
a 60 m.

› Trattamento del controluce 
La tecnologia WDR (Wide Dynamic Range) consente di 
ottenere immagini di qualità anche in condizioni di debole 
luminosità a rapida variabilità.

› Filtro giorno/notte meccanico 
Telecamera ideale per applicazioni in condizioni di luminosità 
variabili, con ripresa di immagini a colori durante il giorno e 
passaggio automatico al monocromatico quando la lumino-
sità diminuisce.

› Rotazione immagini 
Funzione che consente di far ruotare l’immagine della tele-
camera di 90° evitando così la ripresa di dati inutili quali ad 
esempio pareti colorate.

SV823AX SV828AX

› Zone d’interesse 
Funzione definite dall’utente che consente di sorvegliare 
zone specifiche di una scena pur mantenendo la sorveglianza 
globale della scena stessa.

› Slot scheda MicroSDTM  
L’aggiunta di una scheda MicroSDTM permette la registrazione 
di filmati fino ad un massimo di 128 Gb (scheda non fornita).

Dimensioni.

Lite Series | DH-IPC-HFW2231R-ZS/VFS-IRE6

Ordering Information

Type Part Number Description

2MP camera

DH-IPC-HFW2231RP-
ZS-IRE6 2MP WDR IR Bullet Network Camera,

PAL

DH-IPC-HFW2231RN-
ZS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

IPC-HFW2231RP-
ZS-IRE6 2MP WDR IR Bullet Network Camera,

PAL

IPC-HFW2231RN-
ZS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

DH-IPC-HFW2231RP-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
PAL

DH-IPC-HFW2231RN-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

IPC-HFW2231RP-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
PAL

IPC-HFW2231RN-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

Accessories 
(optional)

PFA135 Junction box

PFA150 Pole mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance N/A

Construction

Casing Metal

Dimensions 72mm×80mm×212.8mm (2.8" x 3.1"x 8.4")

Net Weight 0.685Kg (1.51lb)

Gross Weight 0.86Kg (1.90lb)

Dimensions (mm/inch)

Junction Mount Pole Mount
PFB135 + PFA150PFA135

Accessories

Optional:

© 2017 Dahua. All rights reserved. Design and specifications are subject to change without notice.Rev 001.001

Lite Series | DH-IPC-HFW2231R-ZS/VFS-IRE6

Ordering Information

Type Part Number Description

2MP camera

DH-IPC-HFW2231RP-
ZS-IRE6 2MP WDR IR Bullet Network Camera,

PAL

DH-IPC-HFW2231RN-
ZS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

IPC-HFW2231RP-
ZS-IRE6 2MP WDR IR Bullet Network Camera,

PAL

IPC-HFW2231RN-
ZS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

DH-IPC-HFW2231RP-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
PAL

DH-IPC-HFW2231RN-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

IPC-HFW2231RP-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
PAL

IPC-HFW2231RN-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

Accessories 
(optional)

PFA135 Junction box

PFA150 Pole mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance N/A

Construction

Casing Metal

Dimensions 72mm×80mm×212.8mm (2.8" x 3.1"x 8.4")

Net Weight 0.685Kg (1.51lb)

Gross Weight 0.86Kg (1.90lb)

Dimensions (mm/inch)

Junction Mount Pole Mount
PFB135 + PFA150PFA135

Accessories

Optional:

© 2017 Dahua. All rights reserved. Design and specifications are subject to change without notice.Rev 001.001
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DETTAGLI

Caratteristiche tecniche

› Telecamera: 
Sensore: 1/3" 4 Megapixel progressive scan CMOS 
Pixels effettivi: 2688 (H) x 1520 (V) 
RAM/ROM: 512 MB / 32 MB  
Scansione: Progressiva 
Velocità d’otturazione: Auto/ Manuale, 1/3~ 1/100000s 
Illuminazione minima: 0.03Lux/F1.4(Color, 1/3s, 3OIRE); 0.3Lux/
F1.4(Color, 1/30s, 3OIRE); 0Lux/F1.4(IR on)  
Ratio: > 50 dB  
Distanza IR: 50 m  
Attivazione IR: auto / manuale  
Numero LED IR: 4  
Materiale: Metallo  
Dimensioni: 273.2 mm x 95 mm x 96.4 mm 
Peso: 1,07 kg

› Obiettivo: 
Tipo di focale: motorizzato / Auto Iris (DC) 
Tipo di montaggio: integrato 
Distanza focale: 2,7 mm~12 mm  
Apertura massima: F1.4  
Angolo di ripresa: H: 100°~35°, V:54°~20° 
Zoom ottico: 4x 
Fuoco: motorizzato 
Distanza minima di regolazione fuoco: 0,3 m 
Distanza D.O.R.I. (Rilevazione, Osservazione, Riconoscimento, 
Identificazione): W, T; Rilevazione: 68 m, 192 m; Osservazione:  
27 m, 77 m; Riconoscimento: 14 m, 39 m; Identificazione: 7 m, 19 m   
Panoramica: 0°~360° 
Inclinazione: 0°~90° 
Rotazione: 0~360°

› Video: 
Formato di compressione: H.265+/H.265/H.264+/H.264   
Numero di flussi: 3 canali   
Risoluzione: 4M(2688x1520)/3M(2304x1296)/ 
1080P (1920x1080)/SXGA(1280x1024)/1.3M(1280x960)/
720P(1280x720)/D1(704x576/704x480)/VGA (640x480) 
CIF(352x288/352x240)  
Flusso principale: 4M(1~25/30fps) 
2° flusso: D1(1~25/30fps) 
3° flusso:  720P(1~25/30fps) 
Modalità di campionamento: CBR/VBR  
Velocità di trasmissione binaria: H.264: 24~10240Kbps; H.265: 
14~9984Kbps 
Modo giorno/notte: Auto(ICR) / Colore / Bianco e nero  
Modo BLC: BLC / HLC / WDR (120dB)  
Bilanciamento dei bianchi: Auto/Natural/Street Lamp/
Outdoor/Manual  
Controllo guadagno: Auto/Manuale  
Riduzione disturbo: 3D DNR  

Rilevazione movimento: Off / On (4 zone, rettangolo)   
Zone d’interesse: Off / On (4 zone)  
IR Intelligente: Supportato  
Zoom digitale: 16x  
Flip: 0°/90°/180°/270°  
Modo specchio: Off / On   
Maschera privacy: Off / On (4 zone, rettangolo)

› Audio:  
Compressione: G.711a/G.711Mu/ AAC/ G.726

› Rete:  
Ethernet: RJ-45 (10/100Base-T)  
Protocolli: HTTP; HTTPS; TCP; ARP; RTSP; RTP; UDP; SMTP; FTP; 
DHCP; DNS; DDNS; PPPoE; IPv4/v6; QoS; UPnP; NTP; Bonjour; 
802.1x; Multicast; ICMP; IGMP; SNMP  
Interoperabilità: ONVIF, PSIA, CGI  
Diffusione: Unicast / Multicast  
Numero massimo di accessi utente: 10 utenti / 20 utenti  
Memorizzazione: NAS; PC locale; scheda MicroSDTM 128 Gb 
(non fornita) 
Browswer: IE, Chrome, Firefox, SafariIE: Win10 o Win8.1+IE11 
/ Win7+IE8 / Win7+IE9, Google Chrome: 40 (non l’ultima 
versione), Firefox Firefox: 49 (non l’ultima versione), Mac 
Safari: 8.0.3   
Software di gestione: DAITEM  
Smart Phone: iPhone, iPad, Android Phone tramite App DAI-
TEM Capture  
Certificazioni: CE (EN 60950:2000)

› Interfaccia:  
Interfaccia video: 1 Porta  
Interfaccia Audio: 1/1 canale In / Out  
Allarme: 2 canali d’ingresso: 5 mA 5 Vcc; 1 canale d’uscita:  
300 mA 12 Vcc

› Alimentazione:  
Alimentazione elettrica: 12 Vcc, PoE (802.3af)(Class 0)  
Consumo elettrico: <11,5 W

› Ambiente:  
Condizioni di funzionamento: -30°C - +60°.  
Tasso d’umidità inferiore a 95%  
Condizioni di immagazzinamento: -30°C- +60°C.  
Tasso d’umidità inferiore a 95% 
Indice di protezione liquido: IP67

TELECAMERA BULLET VARIFOCALE
› SV127BX 

4 Mp, IR 50m, IP67, PoE.   

Eco Savvy 3.0| DH-IPC-HDBW4431F-AS

System Overview

Eco-savvy products by upgrading H.265 encoding technology, bringing 
high efficient video compression.  It saves bandwidth and storage , 
energy-saving design to enhance the monitoring system . Meanwhile, 
the series offers features such as starlight , Smart IR technology , 
intelligent image analysis techniques. It provides excellent image quality 
and intelligent and efficient event reminders . This series provides IP67 
weatherproof and IK10 vandal-proof protection feature. Give customers 
more value

Functions

Wide Dynamic Range
Embeded with industry leading wide dynamic range (WDR) technology, 
vivid picutures are achieved even in the most intense contrast lighting 
conditions. For applications with both bright and low lighting conditions 
that change quickly, True WDR (120dB) optimizes both the bright and 
dark areas of a scene at the same time to provide usable video.

Intelligent Video System (IVS)
With built-in intelligent video analytics, the camera has the ability to 
detect and analyze moving objects for improved video surveillance. The 
camera provides optional standard intelliegence at the edge allowing 
detection of multiple object behaviors such as abandoned or missing 
objects. IVS also supports Tripwire analytics, allowing the camera to 
detect when a pre-determined line has been crossed, ideal for business 
intelligence, and Facial Detection, for searching or identification of 
individuals.

Environmental
With a temperature range of -30 °C to +60 °C (-22 °F to +140 °F), the 
camera is designed for extreme temperature environments. The camera 
complies to an IK10 impact rating making it capable of withstanding the 
equivalent of 55 kg (120 lbs) of force. Subjected and certified to rigorous 
dust and water immersion tests, the IP67 rating makes it suitable for 
demanding outdoor applications. For enviorments with rain, sleet, snow 
and fog, an integrated wiper provides users with clear visibility at all 
times.

Protection
Supporting ±30% input voltage tolerance, this camera suits even the 
most unstable conditions for outdoor applications.  Its 4KV lightning 
rating provides protectection against the camera and its structure from 
the effects of lightning.

Smart H.265+
Deliver high quality video without straining the network, Smart H.265+ 
is the optimized implementation of H.265. The Smart H.265+ encoding 
technology includes a scene adaptive encoding strategy, dynamic GOP, 
dynamic ROI, flexible multi-frame reference structure and intelligent 
noise reduction, providing saving of up to 70% of bandwidth and storage 
when compared with standard H.265.

HEVC (H.265)
H.265 ITU-T VCEG is a new video coding standard. H.265 Following 
standard developed around the existing video coding standard H.264 
, some retain the original technology , while some of the relevant 
technology to improve the new technology uses advanced technology 
to improve the relationship between the code stream , encoding quality 
, and the delay between algorithm complexity , optimize settings 
specific contents include : Improve compression efficiency , improve the 
robustness and error recovery capabilities, real-time to reduce the delay, 
reduce channel acquisition time and a random access delay , reduce 
complexity , etc

www.dahuasecurity.com

· 1/3” 4Megapixel progressive scan CMOS
· H.265&H.264 dual-stream encoding
· 25/30fps@4M(2688×1520)
· Smart Detection supported
· WDR(120dB), Day/Night(ICR), 3DNR,AWB,AGC,BLC,
· Multiple network monitoring: Web viewer, CMS(DSS/PSS) 
& DMSS
· 2.8mm fixed lens (3.6mm, 6mm optional)
· Max. IR LEDs Length 20m
· Micro SD memory, IP67, IK10, PoE

DH-IPC-HDBW4431F-AS
 4MP IR Mini Dome Network Camera 

Temperature IP67
H.2654Mp

Vandal-proof

Lite Series | DH-IPC-HDBW2231R-ZS/VFS

  System Overview

The IR Megapixel Vari-focal camera delivers 2MP/4MP/5MP resolution 
with a 2.7mm – 13.5mm varifocal lens.The camera's elegant blend of 
aesthetics combined with a range of easy mounting solutions provides 
an excellent choice for a variety of small to mid-size applications at an 
affordable price.

  Functions

Smart H.265+
Smart H.265+ is the optimized implementation of the H.265 codec that 
uses a scene-adaptive encoding strategy, dynamic GOP, dynamic ROI, 
flexible multi-frame reference structure and intelligent noise reduction to 
deliver high-quality video without straining the network. Smart H.265+ 
technology reduces bit rate and storage requirements by up to 70% 
when compared to standard H.265 video compression.

Starlight Technology
For challenging low-light applications, Dahua’s Starlight Ultra-low Light 
Technology offers best-in-class light sensitivity, capturing color details 
in low light down to 0.006lux. The camera uses a set of optical features 
to balance light throughout the scene, resulting in clear images in dark 
environments.

Wide Dynamic Range (WDR)
The camera achieves vivid images, even in the most intense contrast 
lighting conditions, using industry-leading wide dynamic range (WDR) 
technology. For applications with both bright and low lighting conditions 
that change quickly, true WDR (120 dB) optimizes both the bright and 
dark areas of a scene at the same time to provide usable video.

Smart IR Technology
With IR illumination, detailed images can be captured in low light or 
total darkness. The camera's Smart IR technology adjusts the intensity of 
camera's infrared LEDs to compensate the distance of an object. Smart 

IR technology prevents IR LEDs from whitening out images as they come 
closer to the camera. The camera's integrated infrared illumination 
provides high performance in extreme low-light environments up to 50m 
(164ft).

Protection (IP67, IK10, wide voltage)
The camera allows for ±10% input voltage tolerance, suitable for the 
most unstable conditions for outdoor applications. Its 2KV lightning 
rating provides effective protection for both the camera and its structure 
against lightning. Subjected and certified to rigorous dust and immersion 
tests (IP67) and impact tests (IK10), the camera is the choice for 
installation in even the most unforgiving environments.

Environmental
Dahua cameras operate in extreme temperature environments, rated for 
use in  temperatures from -30° C to +60° C (-22° F to +140° F) with 95% 
humidity. 

Image flip
Capturing unnecessary data such as surrounding hallway walls can 
increase storage requirements without any added value. The image flip 
feature allows the camera's image to be rotated in 90° increments for 
better video optimization.

Interoperability
The camera conforms to the ONVIF (Open Network Video Interface 
Forum) specifications, ensuring interoperability between network video 
products regardless of manufacturer.

www.dahuasecurity.com

· 1/2.8” 2Megapixel progressive StarvisTM CMOS
· H.265 & H.264 dual-stream encoding
· 25/30fps@1080P(1920×1080)
· WDR(120dB), Day/Night(ICR), 3DNR, AWB, AGC, BLC
· Multiple network monitoring: Web viewer, CMS(DSS/PSS) &
DMSS
· Micro SD card slot, up to 128GB
· 2.7~13.5mm varifocal lens
· Max IR LEDs Length 30m
· IP67, IK10, PoE

DH-IPC-HDBW2231R-ZS/VFS
 2MP WDR IR Dome Network Camera

IP67 Vandal-proof50m IR
Starlight

1080p
H.265+
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Accessori

Non inclusi.

Funzioni

› Installazione sicura 
Identificazione della telecamera tramite QR code.

› Codec H265 & H264 
2 formati possibili, tra cui H265, formato di compressione che 
consente di ridurre del 50% la capacità di memorizzazione 
necessaria.

› Smart IR 
L’illuminazione infrarossa integrata offre prestazioni elevate 
anche in condizioni di luminosità estremamente debole, fino 
a 50 m.

› Trattamento del controluce 
La tecnologia WDR (Wide Dynamic Range) consente di 
ottenere immagini di qualità anche in condizioni di debole 
luminosità a rapida variabilità.

› Filtro giorno/notte meccanico 
Telecamera ideale per applicazioni in condizioni di luminosità 
variabili, con ripresa di immagini a colori durante il giorno e 
passaggio automatico al monocromatico quando la lumino-
sità diminuisce.

› Rotazione immagini 
Funzione che consente di far ruotare l’immagine della tele-
camera di 90° evitando così la ripresa di dati inutili quali ad 
esempio pareti colorate.

› Zone d’interesse 
Funzione definite dall’utente che consente di sorvegliare 
zone specifiche di una scena pur mantenendo la sorveglianza 
globale della scena stessa.Eco Savvy 3.0 | DH-IPC-HFW5431E-Z

Ordering Information

Type Part Number Description

4MP camera

DH-IPC-
HFW5431EP-Z

4MP WDR IR Bullet Network 
Camera,WDR,PAL

DH-IPC-
HFW5431EN-Z

4MP WDR IR Bullet Network 
Camera,WDR,NTSC

IPC-HFW5431EP-Z 4MP WDR IR Bullet Network 
Camera,WDR,PAL

IPC-HFW5431EN-Z 4MP WDR IR Bullet Network 
Camera,WDR,NTSC

Accessories 
(optional)

PFA121 Junction box

PFA152 Pole Mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance N/A

Construction

Casing Metal

Dimensions 273.2mm×95.0mm×96.4mm (10.76”×3.74”×3.79”)

Net Weight 1.07Kg (2.36lb)

Gross Weight 1.4Kg (3.09lb)

Accessories

Optional:

Dimensions (mm/inch)

PFA121
Junction box

PFA152
Pole Mount

Junc�on Mount Pole Mount
PFB121 + PFA152PFA121

SV824AX SV829AX

› Slot scheda MicroSDTM  
L’aggiunta di una scheda MicroSDTM permette la registrazione 
di filmati fino ad un massimo di 128 Gb (scheda non fornita).

› Analisi Video  
La tecnologia IVS (Intelligent Video System) integrata alla 
telecamera consente di rilevare ed analizzare gli oggetti in 
movimento o l’attraversamento di una linea predefinita per 
una sorveglianza video ottimizzata.

Dimensioni.

Eco Savvy 3.0 | DH-IPC-HFW5431E-Z

Ordering Information

Type Part Number Description

4MP camera

DH-IPC-
HFW5431EP-Z

4MP WDR IR Bullet Network 
Camera,WDR,PAL

DH-IPC-
HFW5431EN-Z

4MP WDR IR Bullet Network 
Camera,WDR,NTSC

IPC-HFW5431EP-Z 4MP WDR IR Bullet Network 
Camera,WDR,PAL

IPC-HFW5431EN-Z 4MP WDR IR Bullet Network 
Camera,WDR,NTSC

Accessories 
(optional)

PFA121 Junction box

PFA152 Pole Mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance N/A

Construction

Casing Metal

Dimensions 273.2mm×95.0mm×96.4mm (10.76”×3.74”×3.79”)

Net Weight 1.07Kg (2.36lb)

Gross Weight 1.4Kg (3.09lb)

Accessories

Optional:

Dimensions (mm/inch)

PFA121
Junction box

PFA152
Pole Mount

Junc�on Mount Pole Mount
PFB121 + PFA152PFA121

Eco Savvy 3.0 | DH-IPC-HFW5431E-Z

Ordering Information

Type Part Number Description

4MP camera

DH-IPC-
HFW5431EP-Z

4MP WDR IR Bullet Network 
Camera,WDR,PAL

DH-IPC-
HFW5431EN-Z

4MP WDR IR Bullet Network 
Camera,WDR,NTSC

IPC-HFW5431EP-Z 4MP WDR IR Bullet Network 
Camera,WDR,PAL

IPC-HFW5431EN-Z 4MP WDR IR Bullet Network 
Camera,WDR,NTSC

Accessories 
(optional)

PFA121 Junction box

PFA152 Pole Mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance N/A

Construction

Casing Metal

Dimensions 273.2mm×95.0mm×96.4mm (10.76”×3.74”×3.79”)

Net Weight 1.07Kg (2.36lb)

Gross Weight 1.4Kg (3.09lb)

Accessories

Optional:

Dimensions (mm/inch)

PFA121
Junction box

PFA152
Pole Mount

Junc�on Mount Pole Mount
PFB121 + PFA152PFA121
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DETTAGLI

Caratteristiche tecniche

› Sistema: 
Processore: processore Quad-core  
Sistema integrato: Linux

› Visualizzazione: 
Interfaccia: 1 HDMI, 1 VGA  
Risoluzione: 3840x2160, 1920x1080, 1280x1024, 1280x720, 
1024x768  
Visualizzazione multi-schermo: 4CH: 1/4   
OSD: nome telecamera, data e ora, perdita segnale, rilevazione 
di movimento, bloccaggio, registrazione

› Rilevazione video e allarme: 
Evento di attivazione: Registrazione, PTZ, Tour, push video, 
email, FTP, Cattura d’immagine, Buzzer e screen tips  
Rilevazione video: Rilevazione di movimento, zone MD: 396 
(22x18),  
Perdita di segnale e temporizzazione

› Lettura e salvataggio:  
Lettura: 4 CH: 1/4  
Modo ricerca: Giorno / Data, MD e minuto esatto, ricerca  
intelligente  
Funzione lettura: Avvio, Pausa, Stop, riavvolgimento, avanza-
mento rapido, avanzamento lento, file successivo, file prece-
dente, telecamera successiva, telecamera precedente, schermo 
intero, replay, mix, selezione salvataggio, zoom digitale  
Modo salvataggio: tramite dispositivo USB / Rete

› Memorizzazione:  
HDD interno: 1 Porta Sata III, fino a 6 TB per ogni HDD  
HDD Mode: solo

› Interfaccia ausiliaria:  
USB: 2 porte USB 2.0

› Audio e video:  
Ingressi telecamere IP: 4 canali  
Comunicazione: 1 canale d’ingresso, 1 canale d’uscita, RCA

› Registrazione:  
Compressione: H.264/H.265  
Risoluzione: 8Mp/ 6Mp/ 5Mp/ 4Mp/ 3Mp/ 1080P/ 1.3Mp/ 720P 
ecc...  
Velocità di registrazione: 80Mbps  
Velocità binaria: 16 Kbps ~ 20 Mbps per canale 
Modo registrazione: Manuale, calendario (regolare, continuo) 
MD (rilevazione video: rilevazione di movimento, temporizza-
zione, perdita segnale): Stop  
Intervallo di registrazione: 1 ~ 120 min (defaut: 60 min),  prere-
gistrazione; 1 ~ 30 sec, post-registrazione: 10 ~ 300 sec

› Rete:  
Interfaccia: 1 porta RJ-45 (10/100Mbps)  
Porta Ethernet: 1 porta Ethernet indipendente 100 Mbps  
PoE: 4 Porte PoE, 50 Watts Max  
Funzione Rete: HTTP, HTTPS, TCP / IP, IPv4/IPv6, UPnP, RTSP, UDP, 
SMTP, NTP, DHCP, DNS, IP Filter, PPPoE, DDNS, FTP, IP Search, 
(Supporto telecamera IP Dahua, DVR, NVS, ecc…) Easy4ip  
Numero massimo di accessi utente: 128 utenti  
Smart Phone: iPhone, iPad, Android Phone tramite App  
DAITEM Capture  
Interoperabilità: ONVIF 2.4, CGI Conformant

› Alimentazione:  
Alimentazione da rete: 48 Vcc / 1,5 A  
Consumo: NVR: 7,5 W (senza HDD né alimentazione PoE delle 
telecamere), PoE: Max 25,5 W per una sola porta, 50 W in totale

› Ambiente:  
Condizioni di funzionamento: -10°C ~ +55°C , 86 ~ 106kpa 
Condizioni di immagazzinamento: -20°C - +70°C.  
Tasso d’umidità tra 0 e 90%

› Dimensioni e peso:  
Dimensioni del prodotto: Smart 1U, 204.6 mm x 204.6 mm x 
45.6 mm  
Peso netto: 0,45 kg (senza Hard Disk)  
Peso lordo: 1,5 kg (senza Hard Disk)

› Certificazioni:  
CE: EN55032, EN55024, EN50130-4, EN60950-1 

NVR
› SV320NX 

Registratore PoE 4 telecamere IP.
HDD 1 TB incluso, H265, 1 USCITA HDMI E VGA.  

8Mp
Intrusion People CountingHeat Map

COUNTING

TripwireH.265 *
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Funzioni

› Questo registratore accetta fino a 8 megapixels divisi su 4 
canali. È consegnato pronto all’uso con un Hard Disk da 1 Tb 
già installato.

› Per le applicazioni in cui i dettagli sono necessari come l’iden-
tificazione, il registratore utilizza la risoluzione 4K ultra HD 
(3840 x 2160) per la registrazione, la visualizzazione in diretta 
e la lettura.

› Dispone di abbreviazioni da tastiera, di un menu di visua-
lizzazione, di gestione e controllo a distanza, di un sistema 
di memorizzazione centrale su Hard Disk, e di una memo-
rizzazione di backup. La sua architettura aperta consente 
utenti multipli, permettendo una interoperabilità quando è 
combinato con telecamere IP.

› Associato a telecamere dotate di analisi video integrate, 
questo registratore ha la capacità di rilevare e analizzare 
oggetti in movimento.

› Permette di analizzare la rilevazione di comportamento a 
oggetti multipli e la rilevazione di attraversamento di una 
linea predefinita. Permette anche il conteggio degli individui e 
la rilevazione dei visi, utile quando è richiesta una identifica-
zione delle persone.

› La connessione a distanza può essere effettuata sia tramite 
l’applicazione DAITEM Capture (scaricabile gratuitamente 
sugli store Apple e Android), che tramite l’interfaccia Web 
DAITEM per PC.

204.6 mm

204.6 mm

45
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m
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Dimensioni.
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DETTAGLI

Caratteristiche tecniche

› Sistema: 
Processore: processore Quad-core  
Sistema integrato: Linux

› Visualizzazione: 
Interfaccia: 1 HDMI (1 HDMI superiore a 3840x2160), 1 VGA 
Risoluzione: 3840x2160, 1920x1080, 1280x1024, 1280x720, 
1024x768  
Visualizzazione multi-schermo: 1/4/8/9   
OSD: nome telecamera, data e ora, perdita segnale, rilevazione 
di movimento, bloccaggio, registrazione

› Rilevazione video e allarme: 
Evento di attivazione: Registrazione, PTZ, Tour, push video, 
email, FTP, Cattura d’immagine, Buzzer e screen tips  
Rilevazione video: Rilevazione di movimento, zone MD: 396 
(22x18),  
Perdita di segnale e temporizzazione 
Ingresso allarme: 4 canali, basso livello d’efficacia, indicatore 
a LED verde 
Uscita a relè: 2 canali, NA/NC programmabile, indicatore a 
LED verde

› Lettura e salvataggio:  
Sincronizzazione lettura: 8 CH: 1/4/9  
Modo ricerca: Giorno / Data, MD e minuto esatto, ricerca 
intelligente  
Funzione lettura: Avvio, Pausa, Stop, riavvolgimento, avanza-
mento rapido , avanzamento lento, file successivo, file prece-
dente, telecamera successiva, telecamera precedente, schermo 
intero, replay, mix, selezione salvataggio, zoom digitale  
Modo salvataggio: Memorizzazione USB / Rete / Sistema SATA

› Memorizzazione:  
HDD interno: 2 Porte Sata III, fino a 8 TB per ogni HDD  
HDD Mode: solo

› Interfaccia ausiliaria:  
USB: 2 porte USB (1 posteriore USB 3.0, 1 anteriore USB 2.0) 
RS232: 1 porta, per comunicazione PC e tastiera  
RS485: 1 porta, per controllo PTZ

› Registrazione:  
Compressione: H.264/H.265/ MJPEG/MPEG4  
Risoluzione: 12MP/ 8Mp/ 6Mp/ 5Mp/ 4Mp/ 3Mp/ 1080P/ 
1.3Mp/ 720P/ D1 & ecc... 
Velocità di registrazione: 320Mbps  
Velocità binaria: 16 Kbps ~ 20 Mbps per canale 
Modo registrazione: Manuale, calendario (regolare, continuo) 
MD (rilevazione video: rilevazione di movimento, temporizza-
zione, perdita segnale), Stop  
Intervallo di registrazione: 1 ~ 120 min (defaut: 60 min),  prere-
gistrazione; 1 ~ 30 sec, post-registrazione: 10 ~ 300 sec

› Rete:  
Interfaccia: 1 porta RJ-45 (10/100Mbps)  
Porta Ethernet: 1 porta Ethernet indipendente 1000 Mbps   
Funzione Rete: HTTP, HTTPS, TCP / IP, IPv4/IPv6, UPnP, RTSP, UDP, 
SMTP, NTP, DHCP, DNS, IP Filter, PPPoE, DDNS, FTP, Alarm server, 
IP search, (Supporto telecamera IP Dahua, DVR, NVS, ecc...) P2P   
Numero massimo di accessi utente: 128 utenti  
Smart Phone: iPhone, iPad, Android Phone tramite app  
DAITEM Capture  
Interoperabilità: ONVIF 2.4, CGI Conformant

› Alimentazione:  
Alimentazione da rete: unica, 12 Vcc / 4  A  
Consumo: <9,5W (senza hard disk)

› Ambiente:  
Condizioni di funzionamento: -10°C ~ +55°C (+ 14°F ~ +131°F), 
86 ~ 106kpa 
Condizioni di immagazzinamento: -20°C - +70°C (-4°F ~ +158°F).  
Tasso d’umidità tra 0 e 90%

› Dimensioni e peso:  
Dimensioni del prodotto: 1U, 375 mm x 281.5 mm x 56 mm   
Peso netto: 1,6 kg (senza Hard Disk)  
Peso lordo: 3,2 kg (senza Hard Disk)

› Certificazioni:  
CE: EN55032, EN55024, EN50130-4, EN60950-1 

NVR
› SV321NX 

Registratore 8 telecamere IP.
HDD 3 TB incluso, H265, 1 USCITA HDMI E VGA.  

Pro series | DHI-NVR5208/16/32-4KS2

  System Overview

Dahua's NVR5000-4KS2 network video recorder offers a excellent 
performance and high recording quality for IP video surveillance 
applications.  For applications where details are critical for identification, 
this professional NVR provides a powerful processor with up to 4K 
resolution. Additionally, the NVR features a mouse shortcut operation 
menu, remote management and control, centre storage, edge storage, 
and back up storage.

Designed as a cost-effective, easy installation, this NVR is ideal for a 
wide range of applications such as public safety, water conservancy, 
transportation, city centers, education, and financial institutions.

The NVR is compatible with numerous third-party devices making it 
the perfect solution for surveillance systems with or without a video 
management system (VMS). Its open architecture supports multi-user 
access and is compatible with ONVIF 2.4, enabling interoperability when 
combined with 4K cameras.

  Functions

Fisheye Dewarping
The NVR features multiple fisheye dewarping modes to make viewing 
video easy whether its live or during playback.

4K Resolution
The NVR supports 4K ultra HD resolution (3840 x 2160) for recording, live 
viewing and playback.

Easy4ip
You can monitor at anytime and anywhere with Easy4ip. There are 2 
modes Easy4ip web client and mobile app. With this function, you can 
manage your devices more conviently.

Intelligent Video System (IVS)
With built-in intelligent video analytics, the NVR has the ability to detect 
and analyze moving objects for improved video surveillance. The NVR 
provides optional standard intelligence at the edge allowing detection 
of multiple object behaviors such as abandoned or missing objects. IVS 
also supports Tripwire analytics, allowing the camera to detect when 
a pre-determined line has been crossed, People Counting, ideal for 
business intelligence, and Face Detection, for searching or identification 
of individuals.

Heat Map
The NVR's Heat Map option highlights the areas with the highest
concentration of people. This information can then be exported into a 
customized report to assist in business or forensic analysis.

ANPR
Automatic Number Plate Recognition available for convenient entrance/
exit management. Support plate recognition, black/white list import/
export, add/delete B/W list number, search result from recorded video.

Point of Sale (POS) 
Ideal for grocery and retail stores, the optional POS solution allows the 
NVR to receive a POS transaction via corresponding video. This feature 
allows merchants to analyze specific transactions via the Fuzzy search 
Algorithm.

ANR (Automatic Network Replenishment Technology)
Video record in SD card in IP cameras when the network breaks down, 
and after the network recovered, the video will be transferred to NVR 
and then recorded in it.

www.dahuasecurity.com

· Smart H.265+/H.265/Smart H.264+/H.264/MJPEG
· Max 320Mbps Incoming Bandwidth
· Up to 12MP Resolution for Preview and Playback
· HDMI/VGA simultaneous video output
· 3D intelligent positioning with Dahua PTZ camera

DHI-NVR5208/16/32-4KS2
 8/16/32Channel 1U 4K&H.265 Pro Network Video Recorder
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  System Overview

Dahua's NVR5000-4KS2 network video recorder offers a excellent 
performance and high recording quality for IP video surveillance 
applications.  For applications where details are critical for identification, 
this professional NVR provides a powerful processor with up to 4K 
resolution. Additionally, the NVR features a mouse shortcut operation 
menu, remote management and control, centre storage, edge storage, 
and back up storage.

Designed as a cost-effective, easy installation, this NVR is ideal for a 
wide range of applications such as public safety, water conservancy, 
transportation, city centers, education, and financial institutions.

The NVR is compatible with numerous third-party devices making it 
the perfect solution for surveillance systems with or without a video 
management system (VMS). Its open architecture supports multi-user 
access and is compatible with ONVIF 2.4, enabling interoperability when 
combined with 4K cameras.

  Functions

Fisheye Dewarping
The NVR features multiple fisheye dewarping modes to make viewing 
video easy whether its live or during playback.

4K Resolution
The NVR supports 4K ultra HD resolution (3840 x 2160) for recording, live 
viewing and playback.

Easy4ip
You can monitor at anytime and anywhere with Easy4ip. There are 2 
modes Easy4ip web client and mobile app. With this function, you can 
manage your devices more conviently.

Intelligent Video System (IVS)
With built-in intelligent video analytics, the NVR has the ability to detect 
and analyze moving objects for improved video surveillance. The NVR 
provides optional standard intelligence at the edge allowing detection 
of multiple object behaviors such as abandoned or missing objects. IVS 
also supports Tripwire analytics, allowing the camera to detect when 
a pre-determined line has been crossed, People Counting, ideal for 
business intelligence, and Face Detection, for searching or identification 
of individuals.

Heat Map
The NVR's Heat Map option highlights the areas with the highest
concentration of people. This information can then be exported into a 
customized report to assist in business or forensic analysis.

ANPR
Automatic Number Plate Recognition available for convenient entrance/
exit management. Support plate recognition, black/white list import/
export, add/delete B/W list number, search result from recorded video.

Point of Sale (POS) 
Ideal for grocery and retail stores, the optional POS solution allows the 
NVR to receive a POS transaction via corresponding video. This feature 
allows merchants to analyze specific transactions via the Fuzzy search 
Algorithm.

ANR (Automatic Network Replenishment Technology)
Video record in SD card in IP cameras when the network breaks down, 
and after the network recovered, the video will be transferred to NVR 
and then recorded in it.

www.dahuasecurity.com

· Smart H.265+/H.265/Smart H.264+/H.264/MJPEG
· Max 320Mbps Incoming Bandwidth
· Up to 12MP Resolution for Preview and Playback
· HDMI/VGA simultaneous video output
· 3D intelligent positioning with Dahua PTZ camera

DHI-NVR5208/16/32-4KS2
 8/16/32Channel 1U 4K&H.265 Pro Network Video Recorder
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Funzioni

› Questo registratore accetta fino a 32 megapixels divisi su 8 
canali, dotato di un potentissimo processore Quad-core,  
dispone di un doppio alloggiamento per Hard Disk per esten-
dere la capacità di memorizzazione. È consegnato pronto 
all’uso con un Hard Disk da 3 Tb già installato.

› Per le applicazioni in cui i dettagli sono necessari come l’iden-
tificazione, il registratore utilizza la risoluzione 4K ultra HD 
(3840 x 2160) per la registrazione, la visualizzazione in diretta 
e la lettura.

› Dispone di abbreviazioni da tastiera, di un menu di visua-
lizzazione, di gestione e controllo a distanza, di un sistema 
di memorizzazione centrale su Hard Disk, e di una memo-
rizzazione di backup. La sua architettura aperta consente 
utenti multipli, permettendo una interoperabilità quando è 
combinato con telecamere IP.

› Associato a telecamere dotate di analisi video integrate, 
questo registratore ha la capacità di rilevare e analizzare 
oggetti in movimento.

› Permette di analizzare la rilevazione di comportamento a 
oggetti multipli e la rilevazione di attraversamento di una 
linea predefinita. Permette anche il conteggio degli individui e 
la rilevazione dei visi, utile quando è richiesta una identifica-
zione delle persone. 

› La connessione a distanza può essere effettuata sia tramite 
l’applicazione DAITEM Capture (scaricabile gratuitamente 
sugli store Apple e Android), che tramite l’interfaccia Web 
DAITEM per PC.

375.0 mm

56
.0

 m
m

281.5 mm

Dimensioni.
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DETTAGLI

Caratteristiche tecniche

› Sistema: 
Processore: processore Quad-core  
Sistema integrato: Linux

› Visualizzazione: 
Interfaccia: 1 HDMI (1 HDMI superiore a 3840x2160), 1 VGA 
Risoluzione: 3840x2160, 1920x1080, 1280x1024, 1280x720, 
1024x768  
Visualizzazione multi-schermo: 1/4/8/9/16  
OSD: nome telecamera, data e ora, perdita segnale, rilevazione 
di movimento, bloccaggio, registrazione

› Rilevazione video e allarme: 
Evento di attivazione: Registrazione, PTZ, Tour, push video, 
email, FTP, Cattura d’immagine, Buzzer e screen tips  
Rilevazione video: Rilevazione di movimento, zone MD: 396 
(22x18),  
Perdita di segnale e temporizzazione 
Ingresso allarme: 4 canali, basso livello d’efficacia, indicatore 
a LED verde 
Uscita a relè: 2 canali, NA/NC programmabile, indicatore a 
LED verde

› Lettura e salvataggio:  
Sincronizzazione lettura: 1/4/9/16 
Modo ricerca: Giorno / Data, MD e minuto esatto, ricerca 
intelligente  
Funzione lettura: Avvio, Pausa, Stop, riavvolgimento, avanza-
mento rapido , avanzamento lento, file successivo, file prece-
dente, telecamera successiva, telecamera precedente, schermo 
intero, replay, mix, selezione salvataggio, zoom digitale  
Modo salvataggio: Memorizzazione USB / rete / Sistema SATA 
interno

› Memorizzazione:  
HDD interno: 2 Porte Sata III, oltre 8 TB per ogni HDD  
HDD Mode: solo

› Interfaccia ausiliaria:  
USB: 2 porte USB (1 posteriore USB 3.0, 1 anteriore USB 2.0) 
RS232: 1 porta, per comunicazione PC e tastiera  
RS485: 1 porta, per controllo PTZ

› Registrazione:  
Compressione: H.264/H.265/ MJPEG/MPEG4  
Risoluzione: 12MP/ 8Mp/ 6Mp/ 5Mp/ 4Mp/ 3Mp/ 1080P/ 
1.3Mp/ 720P/ D1 & ecc... 
Velocità di registrazione: 320Mbps  
Velocità binaria: 16 Kbps ~ 20 Mbps per canale 
Modo registrazione: Manuale, calendario (regolare, continuo) 
MD (rilevazione video: rilevazione di movimento, temporizza-

zione, perdita segnale): Stop  
Intervallo di registrazione: 1 ~ 120 min (defaut: 60 min),  prere-
gistrazione; 1 ~ 30 sec, post-registrazione: 10 ~ 300 sec

› Rete:  
Interfaccia: 1 porta RJ-45 (10/100Mbps)  
Porta Ethernet: 1 porta Ethernet indipendente 1000 Mbps  
Funzione Rete: HTTP, HTTPS, TCP / IP, IPv4/IPv6, UPnP, RTSP, UDP, 
SMTP, NTP, DHCP, DNS, IP Filter, PPPoE, DDNS, FTP, Alarm server, 
IP search, (Supporto telecamera IP Dahua, DVR, NVS, ecc...) P2P   
Numero massimo di accessi utente: 128 utenti  
Smart Phone: iPhone, iPad, Android Phone tramite app  
DAITEM Capture  
Interoperabilità: ONVIF 2.4, CGI Conformant

› Alimentazione:  
Alimentazione da rete: unica, 12 Vcc / 4 A  
Consumo: <9,5W (senza hard disk)

› Ambiente:  
Condizioni di funzionamento: -10°C ~ +55°C (+ 14°F ~ +131°F), 
86 ~ 106kpa 
Condizioni di immagazzinamento: -20°C - +70°C. (-4°F ~ +158°F).  
Tasso d’umidità tra 0 e 90%

› Dimensioni e peso:  
Dimensioni del prodotto: 1U, 375 mm x 281.5 mm x 56 mm   
Peso netto: 1,6 kg (senza Hard Disk)  
Peso lordo: 3,2 kg (senza Hard Disk)

› Certificazioni:  
CE: EN55032, EN55024, EN50130-4, EN60950-1 

NVR
› SV322NX 

Registratore 16 telecamere IP.
HDD 6 TB incluso, H265, 1 USCITA HDMI E VGA.  

Pro series | DHI-NVR5208/16/32-4KS2

  System Overview

Dahua's NVR5000-4KS2 network video recorder offers a excellent 
performance and high recording quality for IP video surveillance 
applications.  For applications where details are critical for identification, 
this professional NVR provides a powerful processor with up to 4K 
resolution. Additionally, the NVR features a mouse shortcut operation 
menu, remote management and control, centre storage, edge storage, 
and back up storage.

Designed as a cost-effective, easy installation, this NVR is ideal for a 
wide range of applications such as public safety, water conservancy, 
transportation, city centers, education, and financial institutions.

The NVR is compatible with numerous third-party devices making it 
the perfect solution for surveillance systems with or without a video 
management system (VMS). Its open architecture supports multi-user 
access and is compatible with ONVIF 2.4, enabling interoperability when 
combined with 4K cameras.

  Functions

Fisheye Dewarping
The NVR features multiple fisheye dewarping modes to make viewing 
video easy whether its live or during playback.

4K Resolution
The NVR supports 4K ultra HD resolution (3840 x 2160) for recording, live 
viewing and playback.

Easy4ip
You can monitor at anytime and anywhere with Easy4ip. There are 2 
modes Easy4ip web client and mobile app. With this function, you can 
manage your devices more conviently.

Intelligent Video System (IVS)
With built-in intelligent video analytics, the NVR has the ability to detect 
and analyze moving objects for improved video surveillance. The NVR 
provides optional standard intelligence at the edge allowing detection 
of multiple object behaviors such as abandoned or missing objects. IVS 
also supports Tripwire analytics, allowing the camera to detect when 
a pre-determined line has been crossed, People Counting, ideal for 
business intelligence, and Face Detection, for searching or identification 
of individuals.

Heat Map
The NVR's Heat Map option highlights the areas with the highest
concentration of people. This information can then be exported into a 
customized report to assist in business or forensic analysis.

ANPR
Automatic Number Plate Recognition available for convenient entrance/
exit management. Support plate recognition, black/white list import/
export, add/delete B/W list number, search result from recorded video.

Point of Sale (POS) 
Ideal for grocery and retail stores, the optional POS solution allows the 
NVR to receive a POS transaction via corresponding video. This feature 
allows merchants to analyze specific transactions via the Fuzzy search 
Algorithm.

ANR (Automatic Network Replenishment Technology)
Video record in SD card in IP cameras when the network breaks down, 
and after the network recovered, the video will be transferred to NVR 
and then recorded in it.

www.dahuasecurity.com

· Smart H.265+/H.265/Smart H.264+/H.264/MJPEG
· Max 320Mbps Incoming Bandwidth
· Up to 12MP Resolution for Preview and Playback
· HDMI/VGA simultaneous video output
· 3D intelligent positioning with Dahua PTZ camera

DHI-NVR5208/16/32-4KS2
 8/16/32Channel 1U 4K&H.265 Pro Network Video Recorder

 Pro

Intrusion

People Counting

Missing
Abandon Detection

Heat Map

COUNTING

Face Detection Tripwire

H.265Series

Pro series | DHI-NVR5208/16/32-4KS2

  System Overview

Dahua's NVR5000-4KS2 network video recorder offers a excellent 
performance and high recording quality for IP video surveillance 
applications.  For applications where details are critical for identification, 
this professional NVR provides a powerful processor with up to 4K 
resolution. Additionally, the NVR features a mouse shortcut operation 
menu, remote management and control, centre storage, edge storage, 
and back up storage.

Designed as a cost-effective, easy installation, this NVR is ideal for a 
wide range of applications such as public safety, water conservancy, 
transportation, city centers, education, and financial institutions.

The NVR is compatible with numerous third-party devices making it 
the perfect solution for surveillance systems with or without a video 
management system (VMS). Its open architecture supports multi-user 
access and is compatible with ONVIF 2.4, enabling interoperability when 
combined with 4K cameras.

  Functions

Fisheye Dewarping
The NVR features multiple fisheye dewarping modes to make viewing 
video easy whether its live or during playback.

4K Resolution
The NVR supports 4K ultra HD resolution (3840 x 2160) for recording, live 
viewing and playback.

Easy4ip
You can monitor at anytime and anywhere with Easy4ip. There are 2 
modes Easy4ip web client and mobile app. With this function, you can 
manage your devices more conviently.

Intelligent Video System (IVS)
With built-in intelligent video analytics, the NVR has the ability to detect 
and analyze moving objects for improved video surveillance. The NVR 
provides optional standard intelligence at the edge allowing detection 
of multiple object behaviors such as abandoned or missing objects. IVS 
also supports Tripwire analytics, allowing the camera to detect when 
a pre-determined line has been crossed, People Counting, ideal for 
business intelligence, and Face Detection, for searching or identification 
of individuals.

Heat Map
The NVR's Heat Map option highlights the areas with the highest
concentration of people. This information can then be exported into a 
customized report to assist in business or forensic analysis.

ANPR
Automatic Number Plate Recognition available for convenient entrance/
exit management. Support plate recognition, black/white list import/
export, add/delete B/W list number, search result from recorded video.

Point of Sale (POS) 
Ideal for grocery and retail stores, the optional POS solution allows the 
NVR to receive a POS transaction via corresponding video. This feature 
allows merchants to analyze specific transactions via the Fuzzy search 
Algorithm.

ANR (Automatic Network Replenishment Technology)
Video record in SD card in IP cameras when the network breaks down, 
and after the network recovered, the video will be transferred to NVR 
and then recorded in it.

www.dahuasecurity.com

· Smart H.265+/H.265/Smart H.264+/H.264/MJPEG
· Max 320Mbps Incoming Bandwidth
· Up to 12MP Resolution for Preview and Playback
· HDMI/VGA simultaneous video output
· 3D intelligent positioning with Dahua PTZ camera

DHI-NVR5208/16/32-4KS2
 8/16/32Channel 1U 4K&H.265 Pro Network Video Recorder

 Pro

Intrusion

People Counting

Missing
Abandon Detection

Heat Map

COUNTING

Face Detection Tripwire

H.265Series



NVR DAITEM VIDEO | 29

Funzioni

› Questo registratore accetta fino a 32 megapixels divisi su 16 
canali, dotato di un potentissimo processore Quad-core,  
dispone di un doppio alloggiamento per Hard Disk per esten-
dere la capacità di memorizzazione. È consegnato pronto 
all’uso con un Hard Disk da 6 Tb già installato.

› Per le applicazioni in cui i dettagli sono necessari come l’iden-
tificazione, il registratore utilizza la risoluzione 4K ultra HD 
(3840 x 2160) per la registrazione, la visualizzazione in diretta 
e la lettura.

› Dispone di abbreviazioni da tastiera, di un menu di visua-
lizzazione, di gestione e controllo a distanza, di un sistema 
di memorizzazione centrale su Hard Disk, e di una memo-
rizzazione di backup. La sua architettura aperta consente 
utenti multipli, permettendo una interoperabilità quando è 
combinato con telecamere IP.

› Associato a telecamere dotate di analisi video integrate, 
questo registratore ha la capacità di rilevare e analizzare 
oggetti in movimento.

› Permette di analizzare la rilevazione di comportamento a 
oggetti multipli e la rilevazione di attraversamento di una 
linea predefinita. Permette anche il conteggio degli individui e 
la rilevazione dei visi, utile quando è richiesta una identifica-
zione delle persone. 

› In caso di interruzione o indisponibilità della rete, la regis-
trazione video può essere effettuata sulla scheda SD (non 
fornita) inserita direttamente nella telecamera. Quando la 
connessione di rete viene ristabilita, il video è automatica-
mente registrato sull’hard disk del registratore

› La connessione a distanza può essere effettuata sia tramite 
l’applicazione DAITEM Capture (scaricabile gratuitamente 
sugli store Apple e Android), che tramite l’interfaccia Web 
DAITEM per PC.

Dimensioni.

375.0 mm

56
.0
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INJECTOR PoE

 › SV803AX  
PoE (802.3af) e Hi-PoE (802.3at), 1 porta

BASE DI INSTALLAZIONE

 › SV820AX  
impermeabile, per Mini-Dome SV122DX. Altezza: 34 mm

 › SV821AX  
sigillata, per Dome SV124DX e SV125DX. 
Altezza: 34,2 mm

 › SV822AX  
impermeabile, per Mini-Dome compatto SV123DX. 
Altezza: 28,5 mm

 › SV823AX  
sigillata, per telecamera SV126BX.  
Altezza: 34,1 mm

 › SV824AX  
impermeabile, per telecamera SV127BX.  
Altezza: 55 mm

Lite Series | DH-IPC-HDBW2231R-ZS/VFS

Ordering Information

Type Part Number Description

2MP camera

DH-IPC-
HDBW2231RP-ZS 2MP WDR IR Dome Network Camera,

PAL

DH-IPC-
HDBW2231RN-ZS

2MP WDR IR Dome Network Camera,
NTSC

IPC-HDBW2231RP-ZS 2MP WDR IR Dome Network Camera,
PAL

IPC-HDBW2231RN-ZS 2MP WDR IR Dome Network Camera,
NTSC

DH-IPC-
HDBW2231RP-VFS

2MP WDR IR Dome Network Camera,
PAL

DH-IPC-
HDBW2231RN-VFS

2MP WDR IR Dome Network Camera,
NTSC

IPC-HDBW2231RP-
VFS

2MP WDR IR Dome Network Camera,
PAL

IPC-HDBD2231RN-
VFS

2MP WDR IR Dome Network Camera,
NTSC

Accessories 
(optional)

PFA137 Junction box

PFB203W Wall mount

PFA152-E Pole mount

PFB200C In-celling Mount

PFA200W Rain shade

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions φ122mm×88.9mm(4.80''x3.50'')

Net Weight 0.4Kg (0.88lb)

Gross Weight 0.54Kg(1.19lb)

Dimensions (mm/inch)

Junc�on Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152-EPFB203W

PFA137 PFB200C

Wall Mount with Rain Shade Pole Mount with Rain Shade
PFB203W + PFA152-E+PFA200WPFB203W+PFA200W

Accessories

Optional:

PFA136
Function Box

PFB203W
Wall mount

PFA152-E
Pole mount

PFB200C
In-celling Box Rain shade

© 2017 Dahua. All rights reserved. Design and specifications are subject to change without notice.Rev 001.001

PFA200W

Lite Series | DH-IPC-HDBW2231R-ZS/VFS

Ordering Information

Type Part Number Description

2MP camera

DH-IPC-
HDBW2231RP-ZS 2MP WDR IR Dome Network Camera,

PAL

DH-IPC-
HDBW2231RN-ZS

2MP WDR IR Dome Network Camera,
NTSC

IPC-HDBW2231RP-ZS 2MP WDR IR Dome Network Camera,
PAL

IPC-HDBW2231RN-ZS 2MP WDR IR Dome Network Camera,
NTSC

DH-IPC-
HDBW2231RP-VFS

2MP WDR IR Dome Network Camera,
PAL

DH-IPC-
HDBW2231RN-VFS

2MP WDR IR Dome Network Camera,
NTSC

IPC-HDBW2231RP-
VFS

2MP WDR IR Dome Network Camera,
PAL

IPC-HDBD2231RN-
VFS

2MP WDR IR Dome Network Camera,
NTSC

Accessories 
(optional)

PFA137 Junction box

PFB203W Wall mount

PFA152-E Pole mount

PFB200C In-celling Mount

PFA200W Rain shade

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions φ122mm×88.9mm(4.80''x3.50'')

Net Weight 0.4Kg (0.88lb)

Gross Weight 0.54Kg(1.19lb)

Dimensions (mm/inch)

Junc�on Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152-EPFB203W

PFA137 PFB200C

Wall Mount with Rain Shade Pole Mount with Rain Shade
PFB203W + PFA152-E+PFA200WPFB203W+PFA200W

Accessories

Optional:

PFA136
Function Box

PFB203W
Wall mount

PFA152-E
Pole mount

PFB200C
In-celling Box Rain shade

© 2017 Dahua. All rights reserved. Design and specifications are subject to change without notice.Rev 001.001

PFA200WLite Series | DH-IPC-HFW2231R-ZS/VFS-IRE6

Ordering Information

Type Part Number Description

2MP camera

DH-IPC-HFW2231RP-
ZS-IRE6 2MP WDR IR Bullet Network Camera,

PAL

DH-IPC-HFW2231RN-
ZS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

IPC-HFW2231RP-
ZS-IRE6 2MP WDR IR Bullet Network Camera,

PAL

IPC-HFW2231RN-
ZS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

DH-IPC-HFW2231RP-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
PAL

DH-IPC-HFW2231RN-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

IPC-HFW2231RP-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
PAL

IPC-HFW2231RN-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

Accessories 
(optional)

PFA135 Junction box

PFA150 Pole mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance N/A

Construction

Casing Metal

Dimensions 72mm×80mm×212.8mm (2.8" x 3.1"x 8.4")

Net Weight 0.685Kg (1.51lb)

Gross Weight 0.86Kg (1.90lb)

Dimensions (mm/inch)

Junction Mount Pole Mount
PFB135 + PFA150PFA135

Accessories

Optional:

© 2017 Dahua. All rights reserved. Design and specifications are subject to change without notice.Rev 001.001

Eco Savvy 3.0 | DH-IPC-HFW5431E-Z

Ordering Information

Type Part Number Description

4MP camera

DH-IPC-
HFW5431EP-Z

4MP WDR IR Bullet Network 
Camera,WDR,PAL

DH-IPC-
HFW5431EN-Z

4MP WDR IR Bullet Network 
Camera,WDR,NTSC

IPC-HFW5431EP-Z 4MP WDR IR Bullet Network 
Camera,WDR,PAL

IPC-HFW5431EN-Z 4MP WDR IR Bullet Network 
Camera,WDR,NTSC

Accessories 
(optional)

PFA121 Junction box

PFA152 Pole Mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance N/A

Construction

Casing Metal

Dimensions 273.2mm×95.0mm×96.4mm (10.76”×3.74”×3.79”)

Net Weight 1.07Kg (2.36lb)

Gross Weight 1.4Kg (3.09lb)

Accessories

Optional:

Dimensions (mm/inch)

PFA121
Junction box

PFA152
Pole Mount

Junc�on Mount Pole Mount
PFB121 + PFA152PFA121

Eco Savvy 3.0| DH-IPC-HDBW4431F-AS

Ordering Information

Type Part Number Description

4MP camera

DH-IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0600B

44MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

Accessories 
(optional)

PFB204W Wall mount

PFA139 Junction box

PFA152 Pole mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions Φ106mm×50.3mm (4.17”×1.98”)

Net Weight 0.4kg (0.88lb)

Gross Weight 0.44kg (0.97lb)

Accessories

Optional:

Dimensions (mm/inch)

Junction Mount

Wall Mount

Pole Mount
PFB204W + PFA152

PFB204W

PFA139

PFA139
Junction Box

PFB204W
Wall Mount

PFA152
Pole Mount
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STAFFA PER MONTAGGIO A PARETE

 › SV825AX  
impermeabile, per Mini-Dome compatto SV122DX, 
SV124DX e SV125DX

 › SV826AX  
impermeabile, per Mini-Dome compatto SV123DX 

STAFFA ANGOLARE

 › SV830AX 
per SV122DX, SV124DX, SV125DX, SV126BX e SV127BX

ACCESSORIO DA INCASSO A SOFFITTO

 › SV827AX 
per Dome SV124DX e SV125DX

SISTEMA DI MONTAGGIO SU PALO

 › SV828AX  
per SV126BX

 › SV829AX  
per SV122DX, SV123DX, SV124DX, SV125DX e SV127BX

Lite Series | DH-IPC-HDBW2231R-ZS/VFS

Ordering Information

Type Part Number Description

2MP camera

DH-IPC-
HDBW2231RP-ZS 2MP WDR IR Dome Network Camera,

PAL

DH-IPC-
HDBW2231RN-ZS

2MP WDR IR Dome Network Camera,
NTSC

IPC-HDBW2231RP-ZS 2MP WDR IR Dome Network Camera,
PAL

IPC-HDBW2231RN-ZS 2MP WDR IR Dome Network Camera,
NTSC

DH-IPC-
HDBW2231RP-VFS

2MP WDR IR Dome Network Camera,
PAL

DH-IPC-
HDBW2231RN-VFS

2MP WDR IR Dome Network Camera,
NTSC

IPC-HDBW2231RP-
VFS

2MP WDR IR Dome Network Camera,
PAL

IPC-HDBD2231RN-
VFS

2MP WDR IR Dome Network Camera,
NTSC

Accessories 
(optional)

PFA137 Junction box

PFB203W Wall mount

PFA152-E Pole mount

PFB200C In-celling Mount

PFA200W Rain shade

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions φ122mm×88.9mm(4.80''x3.50'')

Net Weight 0.4Kg (0.88lb)

Gross Weight 0.54Kg(1.19lb)

Dimensions (mm/inch)

Junc�on Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152-EPFB203W

PFA137 PFB200C

Wall Mount with Rain Shade Pole Mount with Rain Shade
PFB203W + PFA152-E+PFA200WPFB203W+PFA200W

Accessories

Optional:

PFA136
Function Box

PFB203W
Wall mount

PFA152-E
Pole mount

PFB200C
In-celling Box Rain shade
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PFA200W

Lite Series | DH-IPC-HFW2231R-ZS/VFS-IRE6

Ordering Information

Type Part Number Description

2MP camera

DH-IPC-HFW2231RP-
ZS-IRE6 2MP WDR IR Bullet Network Camera,

PAL

DH-IPC-HFW2231RN-
ZS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

IPC-HFW2231RP-
ZS-IRE6 2MP WDR IR Bullet Network Camera,

PAL

IPC-HFW2231RN-
ZS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

DH-IPC-HFW2231RP-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
PAL

DH-IPC-HFW2231RN-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

IPC-HFW2231RP-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
PAL

IPC-HFW2231RN-
VFS-IRE6

2MP WDR IR Bullet Network Camera,
NTSC

Accessories 
(optional)

PFA135 Junction box

PFA150 Pole mount

www.dahuasecurity.com

Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance N/A

Construction

Casing Metal

Dimensions 72mm×80mm×212.8mm (2.8" x 3.1"x 8.4")

Net Weight 0.685Kg (1.51lb)

Gross Weight 0.86Kg (1.90lb)

Dimensions (mm/inch)

Junction Mount Pole Mount
PFB135 + PFA150PFA135

Accessories

Optional:
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Lite Series | DH-IPC-HDBW2231R-ZS/VFS

Ordering Information

Type Part Number Description

2MP camera

DH-IPC-
HDBW2231RP-ZS 2MP WDR IR Dome Network Camera,

PAL

DH-IPC-
HDBW2231RN-ZS

2MP WDR IR Dome Network Camera,
NTSC

IPC-HDBW2231RP-ZS 2MP WDR IR Dome Network Camera,
PAL

IPC-HDBW2231RN-ZS 2MP WDR IR Dome Network Camera,
NTSC

DH-IPC-
HDBW2231RP-VFS

2MP WDR IR Dome Network Camera,
PAL

DH-IPC-
HDBW2231RN-VFS

2MP WDR IR Dome Network Camera,
NTSC

IPC-HDBW2231RP-
VFS

2MP WDR IR Dome Network Camera,
PAL

IPC-HDBD2231RN-
VFS

2MP WDR IR Dome Network Camera,
NTSC

Accessories 
(optional)

PFA137 Junction box

PFB203W Wall mount

PFA152-E Pole mount

PFB200C In-celling Mount

PFA200W Rain shade
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Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions φ122mm×88.9mm(4.80''x3.50'')

Net Weight 0.4Kg (0.88lb)

Gross Weight 0.54Kg(1.19lb)

Dimensions (mm/inch)

Junc�on Mount Inceiling Mount

Wall Mount Pole Mount
PFB203W + PFA152-EPFB203W

PFA137 PFB200C

Wall Mount with Rain Shade Pole Mount with Rain Shade
PFB203W + PFA152-E+PFA200WPFB203W+PFA200W

Accessories

Optional:

PFA136
Function Box

PFB203W
Wall mount

PFA152-E
Pole mount

PFB200C
In-celling Box Rain shade

© 2017 Dahua. All rights reserved. Design and specifications are subject to change without notice.Rev 001.001

PFA200W

Eco Savvy 3.0| DH-IPC-HDBW4431F-AS

Ordering Information

Type Part Number Description

4MP camera

DH-IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0600B

44MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

Accessories 
(optional)

PFB204W Wall mount

PFA139 Junction box

PFA152 Pole mount
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Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions Φ106mm×50.3mm (4.17”×1.98”)

Net Weight 0.4kg (0.88lb)

Gross Weight 0.44kg (0.97lb)

Accessories

Optional:

Dimensions (mm/inch)

Junction Mount

Wall Mount

Pole Mount
PFB204W + PFA152

PFB204W

PFA139

PFA139
Junction Box

PFB204W
Wall Mount

PFA152
Pole Mount

Eco Savvy 3.0| DH-IPC-HDBW4431F-AS

Ordering Information

Type Part Number Description

4MP camera

DH-IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0360B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0280B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

DH-IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

DH-IPC-
HDBW4231FN-
AS-0600B

44MP IR Mini Dome Network 
Camera,WDR,NTSC

IPC-
HDBW4231FP-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,PAL

IPC-
HDBW4231FN-
AS-0600B

4MP IR Mini Dome Network 
Camera,WDR,NTSC

Accessories 
(optional)

PFB204W Wall mount

PFA139 Junction box

PFA152 Pole mount
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Environmental

Operating Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Strorage Conditions -30° C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH

Ingress Protection IP67

Vandal Resistance IK10

Construction

Casing Metal

Dimensions Φ106mm×50.3mm (4.17”×1.98”)

Net Weight 0.4kg (0.88lb)

Gross Weight 0.44kg (0.97lb)

Accessories

Optional:

Dimensions (mm/inch)

Junction Mount

Wall Mount

Pole Mount
PFB204W + PFA152

PFB204W

PFA139

PFA139
Junction Box

PFB204W
Wall Mount

PFA152
Pole Mount



CONDIZIONI DI GARANZIA

1. DAITEM garantisce tutti i suoi prodotti 2 anni a partire dalla data di vendita al primo utilizzatore.
2. Alcuni prodotti commercializzati da DAITEM possono beneficiare di un’estensione gratuita della Garanzia a  
    condizione che l’acquirente (primo utilizzatore) invii, entro 10 giorni dall’acquisto, la richiesta di estensione di  
    Garanzia debitamente compilata in modo leggibile (nominativo, indirizzo, timbro del venditore, data della 
    vendita,  
    numero di serie dei prodotti). Per la data di registrazione farà fede il timbro postale. 
    Nota: l’eventuale durata di estensione della Garanzia è indicata sul certificato di Garanzia dei singoli prodotti.
3. La richiesta di estensione deve essere inviata per ogni acquisto di prodotto complementare o sostituzione di  
    prodotto.
4. Ogni fattura o ricevuta che comprovi l’acquisto dei prodotti deve essere conservata per tutta la durata della 
    Garanzia e potrà essere richiesta per l’applicazione della Garanzia stessa.
5. La Garanzia dà diritto alla riparazione o alla sostituzione del prodotto con un prodotto nuovo, rigenerato o 
    compatibile.
6. La Garanzia ha validità solamente se il prodotto è utilizzato dall’acquirente in modo e in condizioni normali, 
    conformi alle indicazioni di impiego fornite da DAITEM ed alla sua destinazione d’uso.
7. Tutti i prodotti oggetto di sostituzione diventano di proprietà definitiva ed irrevocabile di DAITEM.
8. Tutti i prodotti sostituiti in Garanzia beneficiano della restante durata di Garanzia del prodotto di origine.
9. La Garanzia non si applica sui prodotti di consumo (batterie, pile e blocchi d’alimentazione, cavi ed altri prodotti 
     di consumo).
10. La Garanzia non si applica in caso di:

a) mancato rispetto delle indicazioni di installazione specificate da DAITEM nel  manuale  d’installazione fornito  
    con il prodotto. 
b) Uso anomalo o non conforme dei prodotti. 
c) Interventi diretti o trasformazioni di qualsiasi natura, al di fuori delle istruzioni indicate nel manuale  
    d’installazione fornito con il prodotto. 
d) Danneggiamento dovuto a cadute, colpi od urti. 
e) Catastrofi naturali, fenomeni atmosferici o vandalismo. 
f) Nel caso in cui si verifichi un avvenimento imprevedibile o di cui non si poteva tener conto successivamente  
    alla vendita. 
g) Utilizzo di alimentazioni diverse da quelle indicate da DAITEM. 
h) Incidenti, deterioramenti e manomissioni che sopraggiungono durante il trasporto. 
i) Negligenza o cattiva manutenzione da parte dell’Utente.

11. La Garanzia DAITEM estende e non limita in alcun modo:
• norme e regolamenti a protezione del consumatore; 
• gli articoli del Codice Civile relativi alla Garanzia legale dei vizi occulti.



SUPPORTO TECNICO

NUOVO SERVIZIO LIVE

IL SUPPORTO TECNICO 
SI FA IN 4!

SEMPRE DISPONIBILE 
VIA TELEFONO, EMAIL, CHAT O WHATSAPP

Telefono
051-6714560

Lun.-Ven. dalle 7.30 alle 20.00
Sab. dalle 08.00 alle 12.00

Chat
Accessibile dal sito: 

www.daitem.it

Whatsapp
3472380990

eMail
servizio.tecnico@atral.it

Il Supporto Tecnico è sempre a tua disposizione con competenza e cortesia, 
attraverso il sistema multipiattaforma fornito da DAITEM ai suoi Clienti.

> Whatsapp / Chat: orario di presidio delle postazioni: Lun.-Ven. 7.30-20.00 Sab. 8.00-12.00

> eMail: orario di presidio della postazione: Lun.-Ven. 7.30-20.00 Sab. 8.00-12.00



WWW.DAITEM.IT

SUL SITO WEB DAITEM  
È TUTTO A PORTATA DI CLICK!

IL SITO DAITEM

È MEGLIO!

CLICCA
QUI!
Nell’area riservata del sito 
web www.daitem.it puoi 
trovare tutte le informazioni 
che ti interessano
con un semplice click!

• Descrizione prodotti
• Schede prodotto
• Manuali
• Certificazioni
• Cataloghi e listini
• Loghi
• Depliant prodotto
• Software e aggiornamenti  

firmware
• Note installative
• Dichiarazioni di conformità



IL SITO DAITEM

È MEGLIO!

CLICCA
QUI!

NOTE
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DAITEM

Via 2 agosto 1980, 19/A 
40056 Crespellano (BO)

Tel. › 051/6714411  
Fax › 051/6714440 
Email › daitem@atral.it

WWW.

DAITEM

.IT

Seguici su


